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Chapter Comm 62

BUILDINGS AND STRUCTURES

Comm 62.0100 Administration. Comm 62.1603 Construction documents.

Comm 62.0202 Definitions. Comm 62.1604 Alternate evaluations.

Comm 62.0307 Pyrophoric materials. Comm 62.1607 Live loads.

Comm 62.0310 Use and occupancy classification. Comm 62.1608 Snow loads.

Comm 62.0400 Special detailed requirements based on use and occupancy. Comm 62.1611 Roof drains.

Comm 62.0401 Chapter Comm 10 compliance. Comm 62.1612 Flood loads.

Comm 62.0402 Lease plan. Comm 62.1613 Earthquake loads.

Comm 62.0406 Motor vehicle-related occupancies. Comm 62.1700 Structural tests and special inspections.
Comm 62.0412  Aircraft-related occupancies. Comm 62.1802 Foundation and soil investigation.
Comm 62.0414  Information required. Comm 62.1803 Grading and fill in flood hazard areas.
Comm 62.0415 Hazardous materials. Comm 62.1805 Footings and foundations.

Comm 62.0603 Allowable materials. Comm 62.1807 Flood hazard areas.

Comm 62.0702  Fire separation distance. Comm 62.1808 Pier and pile foundations.

Comm 62.0703  Fire-resistance ratings. Comm 62.1809 Driven pile foundations.

Comm 62.0704 C_onnectipns b_etwgen buildings. Comm 62.1810 Concrete pile foundations.

Comm 62.0705  Fire wall identification. Comm 62.1901 General requirements for concrete.
Comm 62.0707  Shaft enclosures. ) Comm 62.1903  Specifications for concrete.

Comm 62.0716 Ducts and air-transfer openings. Comm 62.1908 Deletions.

Comm 62.0901 Fire protection systems. Comm 62.1913 Shotcrete clearance.

Comm 62.0902 Definition.

Comm 62.1915 Column approvals.

Comm 62.0903 Automaltic fire sprinl_de_r systems. Comm 62.2101 Masonry construction materials.
Comm 62.0904 Alternative automatic fire—extinguishing systems. Comm 62.2103 Cast stone masonry units
Comm 62.0907 Fire alarm and detection systems. Comm 62.2105 Masonry quality.

Comm 62.0909 Smoke control systems.

Comm 62.0910 Smoke and heat vents, and draft curtains.
Comm 62.1004 Egress for outdoor areas.

Comm 62.1007 Accessible means of egress. S .
Comm 62.1008 Doors, gates and turns?iles. Comm 62.2303 Minimum standards and quality.
Comm 62.1009 Solid risers not required. Comm 62.2304  Girder ends. .

Comm 62.1014 Exit access. Comm 62.2409 Glass and glazing for elevators.
Comm 62.1015 Refrigerated spaces. Comm 62.2503 Gypsum board and plaster.

Comm 62.1016  Exit access travel distance. Comm 62.2701  Electrical code. )
Comm 62.1017 Corridor continuity. Comm 62.2900 Additional criteria for toilets.

Comm 62.2109 Empirical design of masonry.
Comm 62.2204 Connections.
Comm 62.2206 Steel Joists.

Comm 62.1019 Minimum number of exits. Comm 62.2901  Plumbing code.

Comm 62.1020 Vertical exit enclosures. Comm 62.2902  Plumbing fixtures.

Comm 62.1101 Design. Comm 62.3001 Ele_vators.

Comm 62.1103  Scoping requirements. Comm 62.3004 Hoistways.

Comm 62.1104 Accessible route. Comm 62.3006 Machine rooms.

Comm 62.1107 General dwelling unit and sleeping unit exceptions. Comm 62.3100  Special construction.

Comm 62.1110  Signage. Comm 62.3102 Blower equipment.

Comm 62.1200 Carbon monoxide alarms. Comm 62.3103 Temporary structures.

Comm 62.1204 Interior environment. Comm 62.3104 Pedestrian walkways and tunnels.
Comm 62.1206 Court drainage. Comm 62.3109 Swimming pool enclosures.
Comm 62.1210 Toilet rooms. Comm 62.3200 Encroachments into the public right-of-way.
Comm 62.1405 Wall coverings. Comm 62.3300 Safeguards during construction.
Comm 62.1407 Metal composite materials. Comm 62.3307 Protection of adjoining property.
Comm 62.1505 Roof covering classification. Comm 62.3400 Existing structures.

Comm 62.1506 Roof covering materials. Comm 62.3500 Referenced standards.

Comm 62.1507 Roof slope. Comm 62.3600 Appendices.

Note: Chapter Comm 62 as it existed on June 30, 2002 was repealed and a ne\vComm 62.0202 Definitions. (1) ApbiTions. These are
ggggter Comm 62 was created, Register December 2001 No. 552, effective J“Hépartment definitions for this chapter in addition to the defini-
' tions in IBC section 202:

Comm 62.0100 Administration.  The requirements in (&) "Air retarder” means a material or combination of materials
IBC chapter 1 are not included as part of this code. collectively having a maximum air leakage rate of 0.06 cffn/ft.

Note: The sections in this chapter are generally numbered to correspond with@e0-30 in. HO, when tested in accordance with ASTM E 783,
sectionnumbering in the IBC, e.g., s. Comm 62.0202 corresponds to IBC section 202stalled to resist air leakage into the exterior envelope.

Note: As used throughout this code, “not included as part of this code” is intended [ TP ; » _
to convey that the referenced requirements are not incorporated herein, and ther: for(eb) ngh pIIEd combustible storage” means storage of com

cannot be enforced through this code. However, local ordinances may includeRstible materials in closely packed pileg, or on pallets, in racks_
referenced requirements, as specified in s. Comm 61.03. or on shelves, where the top of storage is greater than 12 feet in
Note: IBC section 101.2 addresses the scope of the IBC. For the scope of the W@ight_ When required by the fire code official, high—piled com-

consin Commercial Building Code, see s. Comm 61.02. Three or more attac| ; : . o L
townhouses, as referenced in an exception under IBC section 101.2, are incllhﬁgtlble storage also includes certain high-hazard commodities,

within the scope listed in s. Comm 61.02. Detached one- and two~family dweling$!Ch asubber tires, Group A plastics, flammable liquids, idle pal-
as likewise referenced in an exception under IBC section 101.2, and elsewhere itghg and similar commodities, where the top of storage is greater
IBC, are not included within the scope listed in s. Comm 61.02, but are regulategiiy 6 feet in height
Wisconsin by chs. Comm 20 to 25, in accordance with subch. Il of ch. 101, Stats. : . . o

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR (2) SUBSTITUTIONS. Substitute the following definitions for
01-139: renum. (1) and (2) to be Comm 62.0100 and Comm 62.0115 Register Jifte corresponding definitions listed in IBC section 202:
2002 No. 558, eff. 7-1-02; CR 04-016: am. Register December 2004 No. 588, eff. . .
1-1-05; CR 06-120: am. Register February 2008 No. 626, eff. 3-1-08. (a) “Approved” means acceptable to the department.
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(b) “Basement” means that portion of a building that is parttp toxic materials. Toilet rooms shall not be permitted to serve as
or completely below grade. See IBC definition for “Story Abovikinchrooms.

Grade Plane” and IBC section 502.1. (4) COMMUNITY-BASED RESIDENTIAL FACILITIES. A newly con-
(c) “Historic building” means a “qualified historic building” structed building or portion thereof that is a community—-based
as defined in s. 101.121 (2) (c), Stats. residential facility serving 5 to 8 unrelated adults shall comply
Note: Section 101.121 (2) (c), Stats. reads as follows: with chs. Comm 20 to 25 instead of all other requirements of this

“Qualified historic building” means a historic building which: code
1. Islisted on, or has been nominated by the state historical society for listing on, , ~" . . .
the national register of historic places in Wisconsin or the state register of historic (5) NO-SMOKING SIGNS. No—smoking signs shall include the

pla0265:| cluded in a district which is fisted has b nated by th international “No Smoking” symbol consisting of a pictorial
. IsIncluded In a district wnich Is listed on, or has been nominate y the s H H H H H
historical society for listing on, the national register of historic places in Wisconstﬁ‘}“fmmg cigarette enclosed in a red circle with a red bar across the

or the state register of historic places, and has been determined by the state histéiga@rette.

society to contribute to the historic significance of the district; History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
2m. Is determined by the state historical society to be eligible for listing on tBé—016: am(4) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: am. (1),

nationalregister of historic places inig¢onsin otthe state register of historic places; r. (2) (b) and (c) Register February 2008 No. 626, eff. 3-1-08; correction in (2) made
3. Is listed on a certified local register of historic property; or under s. 13.92 (4) (b) 1., Stats., Register February 200628cCR 09-104: cr. (5)
4. Is included in a district which is listed on a certified local register of historfdegister December 2010 No. 660, eff. 1-1-11.

property, and has been determined by the city, village, town or county to contribute

to the historic significance of the district. Comm 62.0401 Chapter Comm 10 compliance.  This

_(3) DeLETIONS. The following terms and corresponding defiis a department informational note to be used under IBC section
nitions in IBC section 202 are not included as part of this codgy1 .1:
apprO\_/ed agency, approved _fabrlcator, _base flood, b_ase ﬂO_Oﬂote: See ch. Comm 10 for additional requirements for motor vehicle service sta-
elevation, certificate of compliance, design flood, design flodﬁnﬁ l;'nlmcli_for_ dstorage handling, processing and transporting of flammable and com-
: ; f R 1 ioti ible liquids.
elevatlon’. deSIQna.ted Se.lsmIC.SyStem.’ dry ﬂo_o_dprooflng, existl istory: CR 00-179: cr. Register December 2001 No. 5527eff-02.
construction, fabricated item, inspection certificate, label, lowest

floor, manufacturer’s designation, mark, special continuous ~qm 62.0402 Lease plan. The requirements in IBC
inspection, special flood hazard area, special inspection, speg[@,ﬁion 402.3 are not included as part of this code
periodic inspection, sprayed fire-resistant materials, start of CONgiory: cR 00-179: cr. Register December 2001 No. 55276-02.

struction, and structural observation.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR H _ H
01-13976num. (1) (b) to be (2) (c) and renum. (1) (¢) to (k) o be (1) (b) to () Registgy COMM 62.0406 Motor vehu;:e frelllateq occupanue?. h
June 2002 No. 558, eff. 7-1-02; CR 04-016: am. (1) (a), renum. (1) (b) to (j) to BARKING GARAGES. Substitute the following wording for the

(1) (¢) to (j) and Comm 61.04 (4), cr. (1) (b) and (3), r. and cr. (2) (b) Register Decargquirements and exception in IBC section 406.2.8: Heating

ber 2004 No. 588, eff. 1-1-05; CR 06—120: am. (1) (intro.) and (3), renum. (1) (; ; ; ; ; ;
(d) and (€) to () to be Comm 61.04 (5). (6) and (8) t (13) and am. (5) and (8) 1o uipment shall be installed in accordance withnkernational

Register February 2008 No. 626, eff. 3-1-08; correction made in (2) (c) unde echanical Code.
13.92 (4) (b) 7., Stats., Register February 2008 No. 62@-€i:08. History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
04-016: rand recr. Register December 2004 No. 588, eff. 1-1-05; CR 06-120: r. (2),

Comm 62.0307 Pyrophoric materials.  This is a depart- renum. (1) to be Comm 62.0406 Register February 2008 No. 628+ &f08.

ment informational note to be used under IBC section 307.4:

Note: See ch. Comm 14 for additional requirements for pyrophoric materials. Comm 62.0412 Aircraft-related occupancies. Sub-

History: CR 06-120: cr. Register February 2008 No. 626 3fi-08. stitute the following wording for exception 1 in IBC section
412.2.4: Heating equipment that is suspended at least 10 feet
Comm 62.0310 Use and occupancy classification. above theipper surface of wings or engine enclosures of the high-
This is adepartment informational note to be used under IBC se@St aircraft which may be housed in the hangar; or at least 8 feet
tion 310.2: above the floor in shops, offices and other sections of the hangar

Note: See s. Comm 61.02 Notes for statutory definitions of adult family home af@MmMmunicating with storage or service areas.
community—based residential facility. See s. Comm 61.04 for definitions of dwellingHistory: CR 04-016: cr. Register December 2004 No. 588} eff-05.
unit and multifamily dwelling.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR i i ire-
04-016: renum. to be (2), cr. (1) Register December 2004 No. 58B; &f05; CR Comm 62.0414 Information requ"ed' The require

06-120: 1. (1), renum. (2) to be Comm 62.0310 Register February 2008 No. 626, BNts in IBC section 414.1.3 are not included as part of this code.
8.

3-1-200 History: CR 00-179: cr. Register December 2001 No. 5527eff-02.

Comm 62.0400 Special detailed requirements Comm 62.0415 Hazardous materials. (1) Substitute
based on use and occupancy. These are department rules irthe following wording for the corresponding definition in IBC
addition to the requirements in IBC chapter 4: section 415.2: Immediately dangerous to life and health (IDLH).

(1) FIREWORKS, BLACK POWDER AND EXPLOSIVE MATERIALS.  1he concentration of air-borne contaminants which poses a threat

Fireworks, black powder and explosive materials shall be storedeath, immediate or delayed permanent adverse health effects,
and isolated in accordance with ch. Comm 14. or effects which could prevent escape from such an environment.

(2) RECYCLING SPACE. An owner of a building shall provide a This contaminant concentration level is established by the

separate room or designated space within or adjacent to the b Iq;ionall Institute of Occupational Safety and Health based on
ing for the separation, temporary storage and collection of re@Pth t‘.)").('c'% andlflammab|l|;|3|/_. It generally If? exprttassed In parts
clable materials that are likely to be generated by the buildifig” M!''0N Dy volume, or milligrams per cubic meter.

occupants, under any of the following conditions: C(ZZ) This is a deprtment rule ifn aéjdition to the requirt_ementfs "60
(a) The construction of a new building. IBI sect;]or;I ?]15. A_(;naggz;?e or %t%nators in qtuanttlt(ljesfo %[I
Note: See Appendix B for guidelines for recommended designated areas. or less shall have sides, bottoms an. °°r.5 constructe .0 notless
Note: The collection and temporary storage of recyclable materials that are flaman number 12-gauge metal and lined with a nonsparking mate-
mable or combustible is regulated by ch. Comm 14. Storage of liquids that are flat@l. Hinges and hasps shall be attached so they cannot be
mable or corbustible is regulated by ch. Comm 10. Owners of buildings where theﬁgmoved from the outside. One steel padlock which need not be
materials are stored should consult those chapters for isolation, removal and s,torar%et ' N !
standards. protected by a steel hood, having at least 5 tumblers and a case—
(3) LuncHRoOMS. A space for eating lunches shall be prohar?erll(gd shackle of at least 3/8 inch diameter shall be provided
vided in all paces of employment where there is exposure to injf?—",?c '”gc'gggp?fges- Redicter December 2001 No. 552, ff. 7-1-02: CR
: p ; ; : ; istory: -179: cr. Register December o. , eff. 7-1-02;
riousdusts, toxic material and industrial poisons. Such space SBQ{ﬂom:yrenum. t (1), cr. (2) Rgegister December 2004 No. 588, eff. 1-1-05: CR
be physically separate from any location where there is exposoge120: r. and recr. (2) Register February 2008 No. 6263-€f-08.
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Comm 62.0603 Allowable materials. Substitute the dampersare not required in ducts that are used in the exhaust por-
following wording for application 18 in IBC section 603.1tion of laboratory ventilating systems which are designed and
Sprayed fire—resistant materials and intumesaedtmastic fire— installed in accordance with NFPA 45.
resistant coating, determined on the basis of fire-resistance test&) Svoke DAMPERS IN HEALTH CARE FACILITIES. This is a

in accordance with Section 703.2. 1 department exception to the requirements in IBC section 716.5.5:

History: CR 04-016: cr. Register December 2004 No. 588, eff. 1-1-05; Ci i i — i
06-120:r. (1), renum. (2) to be Comm 62.0603 and am. Register February 2008 rr;?]!](ce)k(éag;?ﬁé? sa;;]e fﬂﬁ)t/ I;i?&ggdHl\r}AGéosl;gtL nﬁ stCt penetrations
626, eff.3-1-08. .

History: CR 06-120: cr. Register February 2008 No. 626 3eff—08.
Comm 62.0702 Fire separation distance.  Substitute . .

the following definition for the corresponding definition listed in ©0omMm 62.0901  Fire protection systems. (1) MopiFI-
IBC section 702: The distance measured from the building fac%Cé% llj)irN;r'neﬁtjsbisr?tllIJBtg égﬁtigorr%v(\)”ln% informational note for the
the closest interior lot line, to the centerline of a street alley or pug+*"" IYL.9. _ N
lic way, to a permanent no-build easement line, or to an imagin%rgote. Chapter Comm 14 has requirements relating to shutting down or impairing

. A . sprinkler systems. Chapter Comm 61 has requirements relating to availability of
line between 2 buildings on the same propeftye distance shall sprinkler documents and to submittal and approval of plans prior to altering, modify-

be measured at right angles from the lot line. ing, or removing sprinkler systems.
History: CR 00-179: cr. Register December 2001 No. 5527eff-02. (2) FIRE HOSETHREADS. These are department informational
notes to be used under IBC section 901.4:
Comm 62.0703 Fire-resistance ratings. Substitute  Note: Section 213.15, Stats., regulates fire hose threads and fittings and reads as

the following wording for the requirements, but not the exceptiofgllows: “All fire hose fittings, apparatus fittings, 1.5 and 2.5 inches in diameter pur-
; ; . T f ; A hased or procured by a fire department or fire company shall be of the national stan-
in IBC section 703.2: .The f_|re resistance I‘i_itlng of building el%ardhose thread as adopted by the national fire protection association. No fire depart-
ments Sl’]a” be determlned_ln accordance V\_/Ith the teSt_procedlM'&ﬁ shall utilize hose and equipment not in conformance with the requirement that
set forth in ASTM E 119 or in accordance with IBC section 703.8l threads shall be national standard hose thread as adopted by the national fire
Materials and methods of construction used to protect joints a{ﬁ%[ec“onassoc'a“‘f’.“: Any pefsl;)”;’ffeé'”g f‘l’r Sa'f] ”O”Stg”da’d hose Ch"“p"“%s‘ fit-

- in fire—resistance—rated building elements shall n"cﬂs or apparatus fittings may be fined not less than $100 nor more than $500.
penetrations In fire—resistan ) g ote: NFPA 1963 contains the specifications for national standard hose thread.
reduce the required fire-resistance rating. History: CR 00-179: cr. Register December 2001 No. 5527eff-02.

History: CR 00-179: cr. Register December 2001 No. 5527eff-02.
) o Comm 62.0902 Definition.  Substitute the following defi-
Comm 62.0704 Connections between buildings. nition and informational note for the corresponding definition
This is a department exception to the requirements in IBC sectigfied in IBC section 902.1: “Automatic sprinkler system” or

704.1: This section does not apply to connections between butldutomatic fire sprinkler system” has the meaning given in s.

ings, that are in compliance with IBC section 3104. 145.01 (2), Stats.
History: CR 00-179: cr. Register December 2001 No. 5527eff-02. Note: Section 145.01 (2), Stats., reads as follows: “ ‘Automatic fire sprinkler sys-
tem,’ for fire protection purposes, means an integrated system of underground and
Comm 62.0705 Fire wall identification. These are overhead piping designed in accordance with fire protection engineering standards.

: i ; B ; system includes a suitable water supply, such as a gravity tank, fire pump, reser-
department rules in addition to the requirements in IBC secti Eﬁor pressure tank or connection beginning at the supply side of an approved gate

705: valve located at or near the property line where the pipe or piping system provides
(1) PurPOSE. Pursuant to s. 101.135. Stats.. the purpose of tMfaterused exclusively for fire protection and related appurtenances and to standpipes

- - ) - . ’ . ! P . . cgnnected tautomatic sprinkler systems. The portion of the sprinkler system above
section is to establish uniform standards for the identification Q%\und is a network of specially sized or hydraulically designed piping installed in

fire walls on the exterior of buildings. a building, structure or area, generally overhead, and to which sprinklers are con-
; : nected in a systematic pattern. The system includes a controlling valve and a device
(.2) MUNICIPA_L ORDINANCE. .A CIW’ VI”age O.r town ”?ay by for actuating an alarm when the system is in operation. The system is usually acti-
ordinance require owners to identify the location of a fire wall @ted by heat from a fire and discharges water over the fire area.”
the exterior wall of a building with a sign. History: CR 00-179: cr. Register December 2001 No. 5527eff-02.
(3) SiGN REQUIREMENTS. (&) General. The sign shall consist

of 3 circles arranged vertically on the exterior wall, marking tgi Comm 62.0903 Automalic fire sprinkler systems.

) ALTERNATIVE PROTECTION. Substitute the following wording

location of the fire wall and centered on the fire wall. The cwclé}r the requirements in IBC section 903.1.1: Alternative auto-

shalleither be affixed directly to the surface of the building or may . = 0oL P ¢ i ith IBC secti
be placed on a background material that is affixed to the building2!c fI'e~"exunguishing systéms complying wi section
. . . . . 4 shall be permitted in lieu of automatic sprinkler protection
(b) Size of cicle. Each circle shall be the same size. The diam,are recognized by the applicable standard
eter of the circle shall be at least 1 1/2 inches, but no greater t arz . ) L .
2 inches. 2) GroupA-1. Substitute the following wording for condi-
(c) Spacing. The circles shall be spaced an equal distanE@n 3in IBC section 903.2.1.1: None of the stories in which the
apart. The distance measured from the top of the uppermost cirl[& aréa is located include a level of exit discharge.
to the bottom of the lowermost circle shall be no more than 12 (3) GroupA-2. Substitute the following wording for condi-
inches. tion 3 in IBC section 903.2.1.2: None of the stories in which the
(d) Color. The color of the circle shall be red, amber (orangdie area is located include a level of exit discharge.
lelOW) or white (cIear) and shall be reflective. The color of the (4) Groupa-3. Substitute the following wording for condi-
circle shall contrast with the color of the background. tion 3 in IBC section 903.2.1.3: None of the stories in which the
History: CR 00-179: cr. Register December 2001 No. 5527 eff-02. fire area is located include a level of exit discharge.

Comm 62.0707 Shaft enclosures. (1) Substitute the (5) GrouprE. Substitute the following wording for the require-

following wording for the 7.2 exception in IBC section 707.2: 1§'ents in IBC section 903.2.2: _ _
not part of a required exit, except as permitted in section 1020.1(8) Except as provided in par. (b), an automatic sprinkler sys-

(2) This is a department exception to the requirement in &M shall be provided for Group E occupancies as follows:
section 707.2: Elevators in open parking garages that serve onlﬁl- Throughout all Group E fire areas greater than 20,000

the parking garage are not required to be enclosed. square feet in area. . o )
History: CR 06-120: cr. Register February 2008 No. 626 3eff-08. 2. Throughout every story of educational buildings that is
located below a story which includes the lowest level of exit dis-
Comm 62.0716 Ducts and air-transfer openings. charge.

(1) PENETRATIONS OF SHAFT ENCLOSURES. This is a department  (b) An automatic sprinkler system is not required in any fire
exception to the requirements in IBC section 716.5.3: Smoéieea, or in any story that is located below a story which includes

Register, December, 2010, No. 660
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the lowest level of exit discharge, where every classroom through- 3. The multifamily dwelling is not served by either a commu-
out the building has at least one exterior exit door at ground levaty water system or a municipal water system as defined under

(6) GRrouPR. Substitute the following wording for the requireﬁ-NN:Q %%'OZNR o11.00" y water syst i water sy
; ; . ote: Under s. .02 “community water system means a public water system
ments in IBC section .903'.2'7' . . which serves at least 15 service connections used by year—round residents or regu-
(a) Except as provided in pars. (b) to (d), an automatic sprinkigly serves at least 25 year—round residents. Any water system serving 7 or more
system installed in accordance with IBC section 903.3 shall pygnes, 10 or more mobile homes, 10 or more apartment units or 10 or more condo-

; A i ) minium units shall be considered a community water system unless information is
prowded throthOUt all bqumgs with a Group R fire area. provided by the owners indicating that 25 year—round residents will not be served.”

(b) An automatic fire sprinkler system need not be installed inNote: Under s. NR 811.02 “municipal water system means a community water
a mu|t|fam||y dwe|||ng where the floor areas or the number @fstem owned by a city, village, county, town, town sanitary district, utility district,

i i i ghlic inland lake and rehabilitation district, municipal water district or a federal,
dwelling units do not exceed any of the thresholds eStabIISheds) e, county or municipal owned institution for congregate care or correction, or a

Table 62.0903. The floor areas specified in the thresholds do tely owned water utility serving the foregoing.”

include any of the following: o ) ) (d) 1. An automatic fire sprinkler system need not be installed
1. Areas that are outside a building, as in the following: in a townhouse provided the townhouse complies with all of the
a. Porches that are open to the outside atmosphere. following:
b. Exterior stairs. ~a. The townhouse is not more than 3 stories above grade plane
c. Exterior platforms. in height. _ _
d. Exterior landings. b. The townhouse does not contain more than 20 dwelling
e. Exterior decks. e The total fl f all thelividual dwelli it
; ... C. The total gross floor area of al ividual dwelling units
2. An attached garage that meets all of the following Cr'te”\?vithin the townhouse does not exceed 16,000 square feet,
a. Has a floor area of 600 square feet or less. . o .
b Serves a single dwelling unit 2. Each dwelling unit within the townhouse is separated from
: 9, 9 : ) ) otherdwelling units by at least 2-hour fire—resistive—rated separa-
c. Is accessed directly from the dwelling unit. tion walls constructed in accordance with the requirements of IBC
d. Is separated from the remainder of the building by at leasiction705 and do not contain any openings and plumbing equip-
1-hour rated fire—resistive construction. ment or mechanical equipment. The separation wall does not
Note: Housing units that receive federal funding may be required by federal redi@ve to comply with the structural stability requirements of IBC
lations to have sprinkler protection regardless of building size. section 705.2 and the horizontal continuity requirements of IBC

Note: See Appendix A for a listing of municipalities that the department believegaction 705.5.

havepreexisting stricter sprinkler ordinances, and a listing of thresholds those munic- . . . .
ipalities may apply which are more restrictive than in Table 62.0903. 3. An automatic sprinkler system installed in a townhouse

3. This paragraph does not apply after December 31, 20192y conform with sub. (14) provided the townhouse complies

Note: The application of paragraph (b) applies to plans submitted for departhl‘(th all of the following:
reviewprior to January 1, 2011 and subsequently approved. See s. Comm 61.36 con-a. The townhouse does not exceed more than 3 stories above
cerning plan approval expirations and extensions. Under s. Comm 61.36 (2) ( ; ;
request to the extend the expiration of a plan approval for a one—time 2-year pé%(g%de plane In he_lght' . .
may be granted by the secretary provided: 1) the approved plan is for a multifamily b. Each dwelling unit within the townhouse is separated from
dwelling containing less than 11 dwelling units; 2) the original plan was Submittﬁtherdwelling units by at least 2-hour fire—resistive-rated separa-

for department review prior to January 1, 2011; and 3) the request is submitted gy . : :
to expiration of the original plan approval. This type of extension is at the discre{i)@ﬁh walls constructed in accordance with the requirements of IBC

of the secretary. section705 and do not contain any openings and plumbing equip-
ment or mechanical equipment. The separation wall does not
_ Table 62.0903 _ have to comply with the structural stability requirements of IBC
Maxn_n;m Floor Areas and N“”_‘b%r_"f D""e:“,][‘g L,JI””S erllgre a  section 705.2 and the horizontal continuity requirements of IBC
Sprinkler System Is Not Required in a Multifamily Dwelling section 705.5.
Total Floor Area of Total Floor | Number 4. An automatic sprinkler system need not be installed a
Non-dwelling Unit Por- | Area Within | of Units  townhouse provided the townhouse is constructed of at least
Class of tions (Common use | Individual 2-hour fire resistance as defined under s. 101.14 (4m) (a) 5m.,
Construction areas, such as corri- Dwelling Stats.
dors, stairways, base- Units Note: Section 101.14 (4m) (a) 5m. reads “ ‘Two—hour fire resistance’ means
ments, cellars, vesti- 2-hour fire separations for all walls that separate dwelling units, exit corridors and
bules, community exit stair enclosures and for all floors and ceilings, so that the specified walls, floors
and ceilings are capable of resisting fire for a period not shorter than 2 hours.”

rooms, laundry rooms, X .
pools, etc.) (6m) STUDENT HOUSING. These are department rules in addi-

tion to the requirements in IBC section 903.2.7:

Type 1A 16,000 sq ft (a) Definition. In this paragraph, “private student residential
Type IB 12,000 sq ft building” has the meaning as given under s. 101.14 (4) (b) 1m.,
Stats.
Type IIA 8,000 sq ft Note: Section 101.14 (4) (b) 1m., Stats., reads: “In this paragraph, “private student
. residential building” means a privately owned and operated residential building that
Type IIB 16,000 sq ft| 8 units has a capacity of at least 100 occupants, that is occupied by persons at least 80 percent
of whom are enrolled in an institution of higher education, and that has attributes usu-
Type HlI 5,600 sq ft ally associated with a student residence hall or dormitory such as a food pkavice
Type IV or occupancy by a resident advisor.”

(b) Existing housing.1. Except as provided in this subd. 2.,
Type VA an automatic fire sprinkler system shall be provided by January 1,
Tvoe VB 4800 sa ft 2006 throughout every residence hall and dormitory greater than
ype 00U 5q 60 feet in height, the initial construction of which was begun
(c) An automatic sprinkler system installed in a multifamilypefore April 26, 2000, that is owned or operated by the board of
dwelling may conform with sub. (14) provided the multifamilyregents of the University of Wisconsin System.
dwelling complies with all of the following: 2. An automatic fire sprinkler system shall be provided by
1. The multifamily dwelling does not contain more than danuary 1, 2008 throughout Ogg Residence Hall at the University
dwelling units. of Wisconsin—-Madison.
2. The multifamily dwelling is not more than 2 stories above 3. An automatic fire sprinkler system shall be provided by
grade plane in height. January 1, 2014 throughout every residence hall and dormitory
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greaterthan 60 feet in height, the initial construction of which was 5. Occupancies of Group F-2 when omission of the automatic
begun before January 7, 2006, that is owned or operated byfiem sprinkler system is approved in accordance with s. Comm
institution of higher education, other than a residence hall or d6it.22.
mitory owned or operated by the board of regents of the Univer-(12) ExempTLocaTioNs. Substitute the following wording for
sity of Wisconsin System. exempt location 2 in IBC section 903.3.1.1.1: Aogm or space

4. An automatic fire sprinkler system shall be provided byhere sprinklers are considered undesirable becatise wature
January 1, 2014 throughout every private student residentlthe contents, where approved by the department.
building greater than 60 feet in height, the initial construction of (13) BALCONIES. Substitute the following wording for the

which was begun before January 7, 2006. _ requirements in IBC section 903.3.1.2.1: Sprinkler protection
5. An automatic fire sprinkler system shall be provided byomplying vith NFPA 13 shall be provided for exterior balconies
January 12014 throughout every student residential facility opegng ground-floor patios of dwelling units where the building is of
ated by a fraternity, sorority or other organization authorized §)he"\/ construction. Sidewall sprinklers that are used to protect
sponsored by an institution of higher education, the initial cogych areas shall be permitted to be located such that their deflec-
struction of which was begun before January 7, 2006. tors are within 1 inch to 6 inches below the structural members,
(c) New housing.1. An automatic fire sprinkler system shallhnd a maximum distance of 14 inches below the deck of the exte-
be provided throughout every residence hall and dormitory, thgr balconies that are constructed of open wood joist construc-
initial construction which is begun on or after April 26, 2000, thajgn.
is owned or operated by the board of regents of the University of(14) NFPA 130 SPRINKLERSYSTEMS. () Substitute the follow-

Wisconsin System. L . ., ing wording for the requirements in IBC section 903.3.1.3: Where
2. An automatic fire sprinkler system shall be providegjjowed, automatic sprinkler systems in townhouses and multi-

throughout every residence hall and dormitory, the initial cofsp; : ) g A
structionwhich is begun on or after January 7, 2006, that is own%@l;l,lx (i\évglI|2)g(]csespt:aalllsb;r(ljr\l/?(tjaelhe?ntgg)r};?k?)(.)ut In accordance with

or operated by an institution of higher education, other than a resi- ; L .
dence hall or dormitory owned or operated by the board of regeg&s(b) Multipurpose piping systems shall conform with s. Comm
of the University of Wisconsin System. 40 (3) (e) 2. a. and b. _ _

3. An automatic fire sprinkler system shall be provided (15) TESTING AND MAINTENANCE. Substitute the following
throughout every student residential facility, operated by a fratéiformational note for the requirements in IBC section 903.5:
nity, sorority or an organization authorized or Sponsored by aﬂ\_l&tz:p?sagr.scsﬂgmsl4 for requirements for inspection, testing, and maintenance
. . . . . . . . « | I 3% .
institution of higher education, the initial construction of which ig History: CR 00-179- cr. Register December 2001 No. 552, eff. 7-1-02; CR
begun on or after January 7, 2006. 04-016:renum. (2) to (5) to be (6), (7), (11) and (12), cr. (2) to (5), (8) to (10) and

4. An automatic fire sprinkler system shall be provide 3) Register December 2004 No. 588, eff. 1-1-05; CR 04-043: cr. (1m) Register

. > . Oy . . - Decembef004 No. 588, eff. 1-1-08merg. renum. (6) to be (6) (a) and am. (6) (a]
throughout every private student residential building, the initighro.), cr. (6) (intro.) and (b), eff. 3_4_08; CR%G_&;)O; renu(m)_ ((6)) to be (6)((§)(a)nd
construction of which is begun on or after January 7, 2006. am. (6) (a) (intro.), cr. (6) (intro.) and (b), r. (7) Register September 2006 No. 609,

. . . eff. 10-1-06; CR 06-120: . (lm) and (12), . and recr. (5) and (6), cr. (@m)(X3)
(8) Group s-2. Substitute the following wording for the ang’(14), am. (8) to (10), renum. (11) and (13) to be (12) and (15) Register February
requirements, but not the exception, in IBC section 903.2.9: A@P8 No. 626, eff. 3-1-08; corrections in (6) (&) and (d) and (11) (a) made under s.

automatic sprinkler system shall be provided throughout buil¢2-92 (4) (b) 7., Stats., Register February 2008 No. 626.
ings classified as enclosed parking garages in accordance Wm}‘,omm 62.0904 Alternative automatic fire—extin-

IBC section 406.4 where located beneath other groups. e . . )
o . guishing systems. (1) Substitute the following wording and

(9) Groups-2 EXCEPTION. This is an additional departmentinformational note for the requirements in IBC section 904.1:
exception to the requirements in IBC section 903.2.9: Enclosggtomatic fire—extinguishing systems, other than automatic
parking garages for fire apparatus and fire department vehiciginkler systems, shall be designed and installed in accordance
that are located beneath fire stations. with the provisions of IBC section 904 and the applicable ref-

(10) CoMMERCIAL PARKING GARAGE EXCEPTION. This is a erenced standards.
department exception to the requirements in IBC sectiorNote: See ch. Comm 14 for requirements for inspection, testing, and maintenance

903.2.9.1: Enclosed parking garages for fire apparatus and fir@ernate automatic fire-extinguishing systems. _
department vehicles where within the fire stations. (2) These are department rules in addition to the requirements

(11) BUILDINGS OVER 60 FEETIN HEIGHT. This is a department " IBC section _904: . _
rule in addition to the requirements in IBC section 903.2.10.3; (&) Water mist fire protection systemé/here a water mist fire

(a) Except as provided in par. (b), pursuant to s. 101.14 (4) %S)tection system is ins:talled, it shall comply with NFPA 750.
1r., Stats., automatic fire sprinkler systems shall be installed(?) Manual-wet sprinkler systemsl. Where allowed. A
throughout buildings and structures that are more than 60 feem,s,nual—wet sprinkler system may not be |ns_talled in a building
height. unless all of the foII0W|r_19_ conditions are met: _

(b) An automatic fire sprinkler system is not required to be pro- & There is no municipal water system available to serve the
vided in any of the following buildings or structures or portion8"OPerty. _ - _ _
of buildings or structures that are more than 60 feet in height: ~ b. There is no provision under this code that requires the

1. Airport control towers. building or a portion of the building to have an automatic fire

2. Open parking structures complying with IBC sectioﬁprinkIelr system.
406.3. pen b g Pying ¢. The municipality where the building is to be located has an

3. Telecommunications equipment spaces used exclusiv® opted ordinance that requires the installation of manual-wet
for telecommunications equipment, associated electrical povt NKIer systems and requires these systems to meet the provi-
distribution equipment and standby engines, provided that tha@ns of this subsection.
spaces or areas are equipped throughout with an automatic fire2. General requirements. a. A building protected with a
detection system in accordance with IBC section 907.2 and argnual-wet sprinkler system shall be considered unsprinklered
separated from the remainder of the building with fire barrietgider all other code provisions.
consisting ofl—hour fire-resistance-rated walls and 2-hour fire— b. Each manual-wet sprinkler system shall be provided with

resistance-rated floor/ceiling assemblies. a fire department connection. The fire department connection
4. Special industrial occupancies complying with the criterighall be installed in an accessible location acceptable to the fire
outlined in IBC section 503.1.2. chief.
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c. All above ground piping of the manual-wet sprinkler sys- (3) (a) “The owner of a residential building shall install any smoke detector
“ _ : ” ired under this section according to the directions and specifications of the
tem shall be labeled as a “manual-wet sprinkler ;ystem. Labgls racturer of the smoke detector”
shall be placed at the f|re_ d_epartr_nent connection; at all valves angote: section 101.145 (4), Stats., addresses retroactivity requirements for build-
hoseoutlets; and on the piping at intervals of not more than 25 feéstsconstructed prior to the effective date of this section. This statute section applies

i ini nd the application of this code, as established in s. Comm 61.03 (2), and states
and at each side where the piping passes through a wall, ﬂooiaT gowner of a residential building the initial construction of which is commenced

roof. before, on oafter May 23, 1978, shall install and maintain a functional smoke detec-
d. The manual-wet sprinkler system design and installatiénin the basement and at the head of any stairway on each floor level of the building

shall comply with the automatic fire Sprinkler system requir#%”d shall install a functional smoke detector either in each sleeping room of each unit

. r elsewhere in the unit within 6 feet of each sleeping area and not in a kitchen.”
ments of NFPA 13 or NF'PA .13R,.as applicable, except .that tNQiote: Under section 101.145 (1) (b), Stats., “sleeping area” means the area of the
systemcomprised of the pilot line, fire department connection andlvelling] unit in which the bedrooms or sleeping rooms are located. Bedrooms or

fire department apparatus is considered as the approved WEgepingooms separated by another use area such as a kitchen or living room are sep-
aratesleeping areas but bedrooms or sleeping rooms separated by a bathroom are not

supply for the system. separate sleeping areas.

e. A manual-wet sprinkler system shall be supplied with (6) ProTECTIVECOVERS. Substitute the following wording for
water through the fire department connection using fire depafie requirements in IBC section 907.3.5: The building official is
ment apparatus. authorized to require the installation of listed manual fire alarm

f. The plumbing well, water service and pressure tank shhltbx protective covers to prevent malicious false alarms or provide
be of a size and capacity to supply the hydraulically most remdite manual fire alarm box with protection from physical damage.
sprinklerwith the required waterflow and pressure for a minimuiihe protective cover shall be transparent or red in color with a
of 10 minutes. transparent face to permit visibility of the manual fire alarm box.

g. A pilot line shall be connected from the manual-wet sprifeach cover shall include proper operating instructions.
kler system to the plumbing water supply system at the well pres-(7) EMPLOYEEWORK AREAS. Substitute the following wording
suretank. The pilot line shall be of a size that is adequate to supfdy the requirements in IBC section 907.9.1.2: Where employee
the hydraulically most remote sprinkler in the system. work areas have audible alarm coverage, the alarm system shall

h. The connection of a manual-wet sprinkler system tobg designed so that visible notification appliances can be inte-
plumbing water supply system shall be protected against baekated into the system.

iti i i History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
flow conditions in accordance with ch. Comm 82. 4-016: renum. (1) to (3) to be (2) to (4), cr. (1) Register December 2004 No. 588,

) . . . 0
i. The actuation of any sprinkler in the system shall operaif 1-1-05; CR 06-120: renum. (3) and (4) to be (5) and (6), cr. (3), (4) and (7) Regis-

the waterflow indicating device, which shall initiate a fire alarrigr February 2008 No. 626, e#-1-08.

within the building.

j. Upon actuation of the building fire alarm, a fire alarm signal Comm 62.0909 Smoke control systems. (1) INsPEG

shall be sent automatically to the fire department providing fiféON AND TESTREQUIREMENTS. Substitute the following wording
protection to the building. for the requirements in IBC section 909.3: In addition to the ordi-

ary inspection and test requirements that buildings, structures

manual-wet sprinkler system shall be performed by a licensgidd Parts thereof are required to undergo, smoke control systems
individual as specified for the installation of an aufomatic firsuPiect tahe provisions of IBC section 909 shall undergo inspec-

sprinkler system under subch. V of ch. Comm 5. tionsand tests sufficient to verify the proper commissioning of the
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; cRMnoke control design in its final installed condition. The design

?1;13)9:(??- (é)(%)tii-k?e(gzi?t(er tJur;e (2())02 glc&.))ssadeﬁ. 7—dl—oa;4%2e)ug):)rgnum. submission accompanying the construction documents shall

intro.), an 0 be Intro.), (a) an ,andr. anda recr. .C.,cCr H H

Register December 2004 No. 588, &#1-05. @ﬂea}rly detail procedures and methods to be used and the items
subject to such inspections and tests. Such commissioning shall

. . be in accordance with generally accepted engineering practice
Comm 62.0907 Fire alarm and detection systems. : : .
(1) GENERAL. Substitute the following wordingyand informa-and’ where possible, based on published standards for the particu-

tional note for the requirements in IBC section 907.1: IBC sectiéﬂr testing involved. )
907 covers the application and installation of fire alarm systems(2) INSPECTIONSFOR SMOKE CONTROL. Substitute the follow-

3. Installer qualifications. The installation or alteration of

and their components. ing wording for the requirements in IBC section 909.18.8: Smoke
Note: See ch. Comm 14 for requirements for performance and maintenance of§RNtrol systems shall be tested by a qualified agency.
alarm systems and their components. . (3) ScopeOF TESTING. Substitute the following wording for
(2) CONSTRUCTIONDOCUMENTS. The requirements iBC sec-  the requirements in IBC section 909.18.8.1: Inspections shall be
tion 907.1.1 are not included as part of this code. conducted in accordance with the following:

(3) Groupi. Substitute the following wording for the require-  (a) During erection of ductwork and prior to concealment for
ments, but not the exception, in IBC section 907.2.6: A manugk purposes of leakage testing and recording of device location.

fire alarm system shall be installed in Group | occupancies. An (b) Prior to occupancy and after sufficient completion for the

electrically supervised, automatic smoke detection system shajlnses of pressure—difference testing, flow measurements, and
be provided throughout the occupancy, except as provided in I§&tection and control verification.

sections 907.2.6.1 to 90_7'2'6'3' ) . (4) QuaLiFicaTIONS. Substitute the following wording for the
(4) Group M. Substitute the following wording for the requirements in IBC section 909.18.8.2: Inspection agencies for
requirements, but not the exception, in IBC section 907.2.7: foke control shall have expertise in fire protection engineering,
manual fire alarm system shall be installed in Group M occupgfischanical engineering and certification as air balancers.
cieshaving an occupant load of 500 or more persons, or more tha 5) Reporrs, Substitute the following wording for the require-

100 persons above or below a story that includes the lowest leve : - ; .
of exit discharge. The initiation of a signal from a manual firf€Nts in IBC section 909.18.8.3: A complete report of testing

alarm box shall initiate alarm notification appliances as requiré all be prepared. The report shall include identification of all
by IBC section 907.9. evices by manufacturer, nameplate data, design values, mea-

h d inf ional sured values and identification tag or mark. The report shall be
to é5e) u?g(cj)KuEn%gﬂwBSC legtsignag%7e2pi‘g“2iﬁ?rto”;.Ormat'ona NOteRviewed by the responsible registered design professional and,

Note: Section 101.145 (2) and (3) (a), Stats., addresses installation of sm%herl satisfied that the design intent has been achieved, the

detectors and reads as follows: Section 101.145 (2) “A smoke detector requ %p0n5|bleeg|5ter6d design professional shall seal, sign and date
under this section shall be approved by underwriters laboratory.” the report.
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(6) RePoRTFILING. Substitute the following wording for the (1) The townhouse does not exceed more than 3 stories above
requirements in IBC section 909.18.8.3.1: A copy of the fingrade plane in height.

reportshall be maintained and made available to the building offi- (2) Eachdwelling unit within the townhouse is separated from

cial upon request. other dwelling units by at least 2-hour fire-resistive-rated separa-
(7) SvstemM AccePTANCE. The requirements in IBC sectiontion walls constructed in accordance with the requirements of IBC
909.19 are not included as part of this code. section705 and do not contain any openings and plumbing equip-

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02, GRent or mechanical equipment. The separation wall does not
06-220renum. (5) and (6) to be () and (7), cr. (5) Register February 2008 No. 6¢fyve to comply with the structural stability requirements of IBC
ell. s—1-Uo.

section 705.2 and the horizontal continuity requirements of IBC

Comm 62.0910 Smoke and heat vents, and draft seHc_tlton 722656- 120: o1 Redister February 2008 No. 626, off. 3108 ;

i i i i Istory: - . CI. Register Februal 0. , ell. 3—1-0g; correction
ggj(gea[ljrtllson (]:_L) Iﬁg?gggtlosnugsfgufe th](Lejlflglllr(])gVSIngr(\)/\tlg(r:?gzig g(;/rar?]ade toy(2) under s. 13.92 (4)g(b) 7. Regis?elr February 2008 No. 625;1e08.
approved automatic sprinkler system. , _ Comm 62.1015 Refrigerated spaces.  Substitute the

(2) GroupsF-1AND s-1. Substitute the following wording for following wording for the exception in IBC section 1015.5:
the requirements, but not the exception, in IBC section 910.2/here using refrigerants in quantities limited to the amounts
Buildings and portions thereof used as Group F-1 or S—1 ocglgsed on the volume set forth in ch. Comm 45.
pancies having more than 50,000 square feet in area that is undisstory: CR 06-120: cr. Register February 2008 No. 626 3efi-08.
vided by full-height walls having smoke resisting characteristics
which are similar to those under IBC section 910.3.5.1. Comm 62.1016 Exit access travel distance. (1) Sub-
OsHilsth(;(ya:mC(Fteitl(();)l—?ll)fii:i nCé (I;)egrisg; t%e(cesng{beerisﬁggéel\é% ;r88,2 (?ng 1N—01—é)25€ CRitute the following wording for the requirements, but not the
3-1-08; correction made in (2)’ under s. 13.92 g(4) (b) 7., Stat)g., Registér Febr eptions, in IBC section 1016.1:

2008 No. 626, eff3-1-08. (a) Exits shall be so located on each story such that the maxi-
) mum length of exit access travel, measured from the most remote

Comm 62.1004 Egress for outdoor areas.  Substitute pointwithin a story to the entrance to an exit along the natural and
the following wording for the requirements, but not the excepmobstructed path of egress travel, shall not exceed the distances
tions, inIBC section 1004.8: Yards, patios, courts and similar owiven in Table 1016.1.
doorareas accessible to and usable by the building occupants shal) \where the path of exit access includes unenclosed stair-
be provided with means of egress as required by this chapter. {3gs or amps within the exit access, the distance of travel on such
occupant load of such outdoor areas shall be based on the aniiglans of egress components shall also be included in the travel
pateduse. Where outdoor areas are to be used by persons in agidtance measurement. The measurement along stairways shall
tion to the occupants of the building, and the path of egress trayelmade on a plane parallel and tangent to the stair tread nosings
from the outdoor areas passes through the building, meansnothe center of the stairway.
egress requirements for the building shall be based on the sum o(fz) Substitute the following wording for the exception 3. in
the occupant load of the building plus the outdoor areas. IBC section 1016.1: In other than occupancy Groups H and |, the

History: CR 06-120: cr. Register February 2008 No. 626 3efL-08. exit accessravel distance to a maximum of 50 percent of the exits

Comm 62.1007 Accessible m eans of egress. Substi- g permitted to be measured from the most remote point within a

uilding to arexit using unenclosed stairways or ramps when con-

tluggghaeggggvgtl%%v;qrd#‘% fgreg}ev\;%ctaﬁ ngfe;ési# Cnrtljgsr LBect:wséeecrtmlcr)lgﬁl cting a maxi_mum of 2 stories. The two connected stoyies shall
rails and the area of refuge is not required at exit stairways %c?égt\sltlgreigsvgﬁglF:\cl)‘tezztomé)n Tz)ec?t?lse rosftgrgi]éissfhSlrjr?galsnl}?érzoenr;t
buildings or facilities that are equipped throughout with an aut [ona stairwavs shall be mgde on a plane ar.allel and tangent to
matic sprinkler system installed in accordance with IBC secti 9s dy h in th pf h par g
903.3.1.1 or 903.3.1.2. e stair tread nosings in the center of the stairway.

History: CR 06-120: cr. Register February 2008 No. 626 3eff-08. (3) This is a department exception to the requirements in IBC
section 1016.1: In other than occupancy Groups H and I, exit
Comm 62.1008 Doors, gates and turnstiles. access travel distance is permitted to be measured from the most

(1) CLEAR DOOROPENINGSFORNONACCESSIBLESTALLS. Thisis a remote point within a building to an exit using unenclosed stair-
department exception to the requirements in IBC sectiovays oramps in the first and second stories in building equipped
1008.1.1: The clear door opening for a nonaccessible toilet stiifoughout with an autoatic sprinkler system in accordance with
shower stall, or other similar compartment, may be less thHC section 903.3.1.1. The first and second stories shall be pro-
32-inches wide. vided with at least two means of egress. Such interconnected sto-
(2) DOOR ARRANGEMENT. This is a department exception tofies shall not be open to other stories. The measurement along
the requirements in IBC section 1008.1.7: Where ample manétgirwaysshall be made on a plane parallel and tangent to the stair
vering space is provided between the doors such that use b}r%lﬁd nosc'g%sﬁ Tzéhe (';en_ter gf;he Sgglorz\le\?y'eze s tos _
i Vi 1 i i 1 istory: - : cr. Register Februal 0. , eff. 3-1-08; correction
g‘odo“r’,'sdual in a wheelchair will not block the operation of the, Jet = Lo 56, 8 ) 7. Stats., Register February 2008 No. 626 eff.
. 3-1-08
History: CR 06-120: cr. Register February 2008 No. 626 3eff-08.

Comm 62.1017 Corridor continuity. This is a depart-
ent exception to the requirements in IBC section 1017.5: Other
94iaces orooms constructed as required for corridors, and that are

Comm 62.1009 Solid risers not required. Substitute
the following wording for the exception 2. in IBC sectio
1009.3.3: Solid risers are not required in Group I-3, F, H an
occupancies, other than parking structures accessible to the
lic.

History: CR 06-120: cr. Register February 2008 No. 626 3eff-08.

jacent to &ire-resistance-rated corridor, shall not be construed

ihtervening rooms; and may be open to the corridor when all of
the following are satisfied:

(1) The spaces are not occupied for hazardous uses.

Comm 62.1014 Exit access. This is a department excep- (2) The spaces are not occupied for the incidental uses listed
tion to the requirements in IBC section 1014.3: The length ofralBC Table 508.2.

common path of egress travel requirements shall not be limited(3) The spaces are arranged so as to not obstruct access to the
within townhouse dwelling units provided the townhouse comequired exits.

plies with all of the following: History: CR 06-120: cr. Register February 2008 No. 626 3efi—08.
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Comm 62.1019 Minimum number of exits. (1) Sub- to the exception in IBC section 1104.4, Exception 1.: Govern-
stitute the following wording for the requirements in IBC sectioment—owned or —operated facilities that are outside the scope of
1019.1: All rooms and spaces within each story shall be providedib. (2) and IBC section 1104.3.2.
with and have access to the minimum number of approved inde<(2) Two STORY BUILDINGS OR FACILITIES. Substitute the fol-
pendenexits required by Table 1019.1 based on the occupant Iaading wording for exception 4. under IBC section 1104.4:
of the story. For the purposes of this chapter, occupied roof shghere a two story building or facility, including a government-
be prowdgd with exits as required for stories. The required nuBwned or —operated building or facility, has one story with an
ber of exits from any story, basement or individual space shall §&cupantoad of five or fewer persons that does not contain public

maintained until arrival at grade or the public way. use space, that story shall not be required to be connected to the
(2) These are department exceptions to the requirementssiary above or below.
IBC section 1019.1: History: CR 06-120: cr. Register February 2008 No. 626 3efi-08.

(@) As modified by IBC section 1015.1.
(b) As modified by IBC section 1019.2.

(c) Rooms and spaces within each story provided with aLI
having access to a means of egress that complies with Excep;
3 or4in IBC section 1016.1 shall not be required to be provid

Comm 62.1107 General dwelling unit and sleeping
it exceptions. (1) GroupI. (a) Group I-1. Substitute the
lowing wording for the requirements, but not the exception, in
section 1107.5.1.2: In structures with three or more dwelling
the minimum number of approved independent exits required sleeping units intended to be occupied as a residence, every
T pp p q elling and sleeping unit intended to be occupied as a residence
able 1019.1 on each story. shall be a Type B unit
(d) Buildings of Group 1-3 occupancy that are used as guarrc]i b) G I—2 - h Substi he followi d
towers, provided the towers are no higher than 2 stories aboyd?) Group -2 nursing homesSubstitute the following word-

for the requirement, but not the exception, in IBC section
grade,accommodate no more than 10 occupants, and have a tr ; M [ h
distance of no more than 75 feet. %7.5.2.2. In structures with three or more dwelling or sleeping

History: CR 06-120: cr. Register February 2008 No. 626, eff. 3—-1-08; correcti its .intend(.ed. to be occupied as a reSidence’ every dwelling and
made to (2) (a), (b) and (c) under s. 13.92 (4) (b) 7., Stats., Register February %ﬂplng unit intended to be occupied as a residence shall be a
No. 626, eff3-1-08. Type B unit.
; . . (c) Group 1-2 hospitals.Substitute the following wording for
o e T b i JEQUreMert,bu ot e excepton.n [BC Sectiy 552
of this Eooié ‘ ) A" structures with three or more dwelling or sleeping units
U . ~ intended to be occupied as a residence, every dwelling and sleep-
History: CR 06-120: cr. Register February 2008 No. 6263¢fL-08. ing unit intended to be occupied as a residence shall be a Type B

Comm 62.1101 Design. These are department rules irHNit
addition tothe requirements in IBC section 1101.2 and ICC/ANSI (2) Groupr. (a) Group R-1. Substitute the following word-
A117.1 sections 1003 and 1004: ing for the requirement, but not the exception, in IBC section

(1) TYPEA AND TYPEB UNITS. (a) Circuit breakers. Circuit  1107.6.1.2: In structures with three or more dwelling or sleeping
breakers, when provided for use by tenants in occupancies wWifits intended to be occupied as a residence, every dwelling and
dwelling and sleeping units, shall comply with ICC/ANSI #4711 sleeping unit intended to be occupied as a residence shall be a
section 309.2 and 309.3. Type B unit. .

(b) Doors and doorways.A renter of a dwelling unit may  (b) Group R=2. 1. “Apartment houses, monasteries and con-
request the landlord to install lever door handles on any dodts.’ Substitute the following wording for the requirement, but
inside the dwelling unit or install single-lever controls on anot the exception, in IBC section 1107.6.2.1.2: Where there are
plumbing fixtures used by the renter. These controls shall be p&@i—ee or nore dwelling units or sleeping units intended to be occu-

vided and installed by the landlord at no additional cost to tﬁf?d as a residence in a single structure, every dwelling unit and
renter. sleeping unit intended to be occupied as a residence shall be a

Note: These requirements are based language from s. 101.132 (2) (a) 4., StayP€ B unit.

(2) R-20CCUPANCYTOILET AND BATHING ROOMS. (@) Whentoi- 2. ‘Boarding houses, dormitories, fraternity houses and soror-
let and bathing rooms are provided in dwelling units and sleepiitig houses.” Substitute the following wording for the requirement,
units within an R-2 occupancy the rooms shall conform to ICGEt not the exception, in IBC section 1107.6.2.2.2; Where there
ANSI A117.1 section 1004.11.3.2 and with the requirements sjg€ three or more dwelling units or sleeping units intended to be

cified under par. (b). occupied as a residence in a single structure, every dwelling unit
(b) The minimum clear floor space provided at bathtubs a%&lg Sf(épbnn(‘i;tunlt intended to be occupied as a residence shall be
transfer showers shall be designed to facilitate a person usin ’

wheelchair to reach and operate the bathtub or transfer showefc) Group R-4. Substitute the following wording for the
controls without entering the bathtub or transfer shower. requirement, but not the exception, in IBC section 1107.6.4.2: In

History: CR 06-120: cr. Register February 2008 No. 626 3eff-08. structures with three or more dwelling or sleeping units intended
to be occupied as a residence, every dwelling and sleeping unit
Comm 62.1103 Scoping requirements. intended to be occupied as a residence shall be a Type B unit.
(1) DETACHED BUILDINGS. The requirements in IBC section (3) SITE IMPRACTICALITY. (@) Petition for variance.This is a
1103.2.4 are not included as part of this code. department rule in addition to the requirements in IBC section

(2) LIMITED ACCESSSPACES. Substitute the following wording 1107.7.4: In accordance with s. 101.132 (2) (b) 4. and (c) 2.,
for the requirements in IBC section 1103.2.8: (a) Storage spaféats., the owner may request a reduction in the number of Type
that do not include permanent workstations, are infrequentlyor Type B dwelling units due to site impracticality through the
accessed by employees, and are not open to the general publipetigon for variance procedures specified in ch. Comm 61.
not required to be accessible. (b) Condition. Substitute the following wording for condition

(b) Nonoccupiable spaces accessed only by ladders, catwalkgnder IBC section 1107.7.4: Not less than 50% of the units
crawl spaces, freight elevators, very narrow passageways, or tigguired by IBC section 1107.7.1 on the site are Type A or Type

nels are not required to be accessible. B units. .
History: CR 06-120: cr. Register February 2008 No. 626 3eff-08. History: CR 06-120: cr. Register February 2008 No. 626 3eff-08.
Comm 62.1104 Accessible route. (1) GOVERNMENT- Comm 62.1110 Signage. (1) PuBLIC PARKING. (a) Gen-

OWNED OR -OPERATEDFACILITIES. This is a department limitation eral. Substitute the following wording for the requirements for
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location 1 in IBC section 1110.1: Except as specified par. (b), 5. In each hallway leading from a unit that has a fuel-burning appliance, in a loca-

; ; f ; : that is within 75 feet from the unit, except that, if there is no electrical outlet
accessible parking spaces required in IBC section 1106 for minthis distance, the owner shall place the carbon monoxide detector at the closest

general public shall be identified with a sign complying with thgyailable electrical outlet in the hallway.

accessible parking sign requirements specified in s. Trans 200.07(b) If a unitis not part of a multiunit building, the owner of the residential building
need not install more than one carbon monoxide detector in the unit.

. (b) Exceptlon_s.l. ‘Small parkl_ng facilities.’ AcceSS|b|e_ park- (c) 1. Except as provided under subd. 2., the owner of a residential building shall
ing spaces required by IBC section 1106.1 are not required tocb@ply with the requirements of this subsection before the building is occupied.

signed when the total number of parking spaces provided is four2. The owner of a residential building shall comply with the requirements of this
or less subsection not later than April 1, 2010, if construction of the building was initiated
: . . . . before October 1, 2008, or if the department approved the plans for the construction
2. ‘Employee and resident parking.” Accessible parkingf the building under s. 101.12, Stats., before October 1, 2008.
facilities identified for use only by employees of any building or (d) Any carbon monoxide detector that bears an Underwriters Laboratories, Inc.,
facility or bytenants in Group R-2 occupancies may be identiﬁ%@;i“g mark or similar mark from an independent product safety certification orga-

. g . ation satisfies the requirements of this subsection.
with signs other than the s. Trans 200.07 signs. (e) The owner shall install every carbon monoxide detector required by this sub-

(2) DIRECTIONAL AND INFORMATIONAL SIGNS. (&) Substitute section according to the directions and specifications of the manufacturer of the car-
i i i on monoxide detector.
the foIIowmg WOI’dIng for the mtroductory paragraph of IBC seé’ (3) MAINTENANCE REQUIREMENTS. (&) The owner of a residential building shall

tion 1110.3: Signs indicating directional information or informagasenabiynaintain every carbon monoxide detector in the residential building in the
tion about functional spaces or signage indicating special accesshner specified in the instructions for the carbon monoxide detector.

bimy provisions shall be provided as follows: (b) An occupant of a unit in a residential building may give the owner of the resi-
ential building written notice that a carbon monoxide detector in the residential

(b) This is a department informational note to be used undgriding is not functional or has been removed by a person other than the occupant.
IBC section 1110.3. The owner of the residential building shall repair or replace the nonfunctional or

Note: Refer to s. 101.123, Stats., for requirements for designating smoking aréﬂiéfg)]g_l_‘;]ag%%‘ng‘rogfogi?:Ssjitsg;?rbmilt;?gﬁg:g? Iiﬁ;ﬁ; rfi(r:edig;ggt:g rr:aostiﬁt?ﬁg from
History: CR 06-120: cr. Register February 2008 No. 626 3eff—08. any of the following:

1. Afalse alarm from a carbon monoxide detector if the carbon monoxide detec-
Comm 62.1200 Carbon monoxide alarms. These are tor was reasonably maintained by the owner of the residential building.

department rules in addition to the requirements in IBC chapterz- The failure of a carbon monoxide detector to operate properly if that failure
was the result of tampering with, or removal or destruction of, the carbon monoxide

12: detector by a person other than the owner or the result of a faulty alarm that was rea-
(1) DeriNiTIONS. In this section: sonably maintained by the owner as required under par. (a).

“ . i : . : 2. The installation of carbon monoxide alarms or detectors in
Stag'?s) Dwelling unit” has the meaning as given in s. 101.61 (%bcordancevith s. 101.149 (2) and (3), Stats., shall be throughout

Note: Section 101.61 (1) reads: “Dwelling unit” means a structure or that part e e.ntlre .bu_lldmg where a portion of the building includes a resi-
a structure which is used of intended to be used as a home, residence or sleepingiaial building.

by one person or by 2 or more persons maintaining a common household, to the exclu-3, The installation of carbon monoxide alarms or detectors in
sion of all others. _ X . o adjacent units required under s. 101.149 (2) (a) 3., Stats., shall
 (b) “Fuel-burning appliance” means a device that is installeghply to those units located on the same floor level.

in a building and burns fossil-fuel or carbon based fuel where car- The 75—foot installation limit specified under s. 101.149

bon monoxide is a combustion by—product, including stovegy () 5. 'Stats., shall be measured from the door of the unit along
ovens, grills, clothes dryers, furnaces, boilesater heaters, heat- the hallway leading from the unit.

ers, fireplaces and stoves. . . . .
“Residential building” has the meaning as given in 5. The installation of carbon monoxide alarms or detectors is

(c) “Resi 3 g gasg $rot required in buildings if construction of the building was initi-
l?\l:l;).ti-"?eg‘gn(lo)l’ iga:f)-(b) reads: “Residential building” means a tourist rooated before October 1-’ 2008, or if the department approved the
ing houée, a bed and breakfast estabiishment, or any public building that is useﬂa’n.s for the co_ns_tructlon of the building under s. Comm 61.30,
sleeping or lodging purposes. “Residential building” does not include a hospitalf0vided the building does not have an attached enclosed garage
nursing home. and either of the following circumstances applies:

(d) “Sealed combustion appliance” means a listed appliance a. All of the fuel-burning appliances in the building are of a
that acquires all air for combustion through a dedicated seakhled—combustion type that are covered by the manufacturers’
passage from the outside to a sealed combustion chamber angaltanties against defects.
combustion products are vented to the outside through a separatg, A of the fuel-burning appliances in the building are of

dedica‘t‘ed sealed ven"t. _ S sealed-combustion type that are inspected in accordance with
(e) “Sleeping area” has the meaning as given in s. 101.1454{). (3) or rules promulgated by the department of health services
(b), Stats. under s. 254.74 (1) (am), Stats.

Note: Section 101.145 (1) (b) reads: “Sleeping area” means the area of the unit “ "
in which the bedrooms or sleeping rooms are located. Bedrooms or sleeping rooms 6- @. For the purposes of s. 101.149 (2) (a) 4., Stats., “room
separated by another use area such as a kitchen or living room are separate slddp@@ns an enclosed area affording space for any other human
areashut bedrooms or sleeping rooms separated by a bathroom are not separate gigsfivity besides just servicing mechanical equipment, including
Ing areas. ) _ fuel-burning appliances.

(2) InsTALLATION. (@) 1.Listed and labeled carbon monoxide , * £or the purposes of s. 101.149 (2) (a) 4., Stats., where a
alarms or detectors shall be installed at locations specified i &) _byrning appliance is located within a closet or other enclo-
101.149 (2), Stats., and maintained in accordance with s. 101. affording space only for the appliance amyl other mechan-

(3), Stats., in buildings, including buildings existing on Octobai|"equipment, a carbon monoxide alarm or detector shall be
é' _|2d()08, Wh'gh ar(i _resfldelrlttl)al b_undlngsl_or include refldentl stalled either within or outside of the enclosure. Installation

'udl d'n.gs' ett)r:j 4con ain fuel—burning appliances, except as pPifzy pe within the enclosure only if specifically permitted by the

vided in subd. 4. manufacturer of the alarm or detector. Installation outside of the

Note: Section 101.149 (2) and (3), Stats., reads: s . . e
(2) INSTALLATION REQUIREMENTS. (&) Except as provided in par. (b), the ownerendosure shall be within 75 feet of the appliance in a space adja

of a residential building shall install a carbon monoxide detector in all of the follo@€Nt t0 the enclosure and on the same floor as the appliance.

ing places not later than the date specified under par. (C). (b) 1. Carbon monoxide alarms shall conform to UL 2034.
1. In the basement of the building if the basement has a fuel-burning appliance. . . . .
2. Within 15 feet of each sleeping area of a unit that has a fuel-burning appliance. 2. Carbon monoxide alarms shall be listed and labeled identi-

3. Within 15 feet of each sleeping area of a unit that is immediately adjacenfydng conformance to UL 2034.
aunitthat has a fuel-burning appliance. 3. Carbon monoxide detectors and sensors as part of a gas

4. In each room that has a fuel-burning appliance and that is not used as a sle . : f
area. A carbon monoxide detector shall be installed under this subdivision not n%’aﬂ%%sctlon or emergency Slgna“ng system shall conform to UL

than 75 feet from the fuel-burning appliance.
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(c) Carbon monoxide alarms to be installed in a building shakction 1206.3.3: The bottom of every court shall be properly
be wired to the building’s electrical service and include battegraded and drained.
secondary power supplies, if either of the following conditionsNote: See ch. Comm 82 for requirements for storm water piping.

applies: History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR

. oo ... 06-120: renum. Comm 62.1205 to be Comm 62.1206 and am. Register Februa
1. Plans for the construction of the building were Submlttqéog No. 626, ef3-1-08. K v

for review under s. Comm 61.30 on or after October 1, 2008.

2. Construction of the building was initiated on or after Octo- Comm 62.1210 Toilet rooms.  These are department
ber 1, 2008, if plans were not required to be submitted anges in addition to the requirements in IBC section 1210.5:

approved under s. Comm 61.30. _ . ~ (1) PrivACY AND AccEss. Every toilet room shall be enclosed
(d) Carbon monoxide alarms to be installed within a dwellinghd separated from other areas of the building in a manner that will
unit shall be interconnected so that activation of one alarm wilhsyre privacy of the users of the toilet rooms. Restriction of
cause activation of all alarms within the dwelling unit, if either ofccess taoilet rooms, such as by use of key locks or other similar
the following conditions applies: devices, is prohibited, except as provided in sub. (2).
1. Plans for the construction of the building were submitted (2) ExcepTions. (a) Toilet rooms for a service or filling sta-
for review under s. Comm 61.30 on or after October 1, 2008. {j5 that are accessed from the exterior may be key locked.

2. Construction of the building was initiated on or after Octo- (b) A self-service filling station that has a key— or card-oper-

ber 1, 2008, if plans were not required to be submitted aﬁféd fuel dis : : : . P
pensing device which can be used while the station is
approved under s. Comm 61.30. unattended by an employee is not required to have toilet rooms

(3) INSPECTIONOF SEALED COMBUSTIONAPPLIANCES. (&) The  gyailable during the unattended periods.
owner of a building or their agent shall arrange the inspection of ¢c) Single—occupant toilet rooms may have privacy locks.
sealedcombustion appliances and the vents and chimneys servingigiory: cr 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
the appliances under sub. (2) (a) 5. b. 06-120: renum. Comm 62.1209 to be Comm 62.1210 and am. (intro.) Register Feb-
(bl:)) PL_JrsuantI_to sub. (2) (a) 5.db.,ht_he inspe(r:]ticl)lnboffthe r?ea'ik-'ﬁiy 2008 No. 626, efg-1-08.
combustion appliances, vents and chimneys shall be for the pur- .
pose of deterr?fi)ning carbon monoxide emi)ésion levels. P comm 62.1405 wall coverings. (1) EXTERIOR WIN-

(c) Pursuant to sub. (2) (a) 5. b., the inspection of the seagé) SAND DOORS. The requirements in IBC section 1405.12 are
e

combustion appliances, vents and chimneys shall be performe{@ncluded as part of this code. .
least once a year. (2) POLYSTYRENE SHEATHING. This is a department rule in

(d) For the propose of sub. (2) (a) 5. b., the inspection of fiddition to the requirements in IBC section 1405.13.1:
sealed combustion appliances, vents and chimneys shall be pefa) Extruded polystyrene sheathing having all of the character-

formed by an individual who holds a certification issued underigtics in par. (b) may be utilized as the required backing material
Comm 5.73 as an HVAC qualifier. for vinyl siding when used in accordance with all of the limitations

(e) If upon inspection, the carbon monoxide emissions frofh Par- (€)- o
a fuel burning appliance, vent or chimney are not within manufac- (b) 1. Extruded, rigid, and cellular.
turer’s specifications, the appliance may not be operated until 2. Type IV, as specified in ASTM C 578.
repaired or carbon monoxide alarms or detectors are installed in 3. Thickness of at least one inch.

accordance with s. 101.149 (2) and (3), Stats. (c) 1. On-center stud spacing of 16 inches or less.
(4) OrDERs. Pursuant to s. 101.149 (6) (b), Stats., the depart- 5 pean roof height of 40 feet or less.

mentmay issue orders for a violation of the provisions of this sec- 3. Wind exposure category of B or C, as established in IBC

tion. ) . . i section 1609.4; and the building is not sited on the upper half of
(5) PenaLTiES. Violation of the provisions of this section shallan isolated hill or escarpment meeting conditions 1, 2, and 3 in

be subject to the penalties provided under s. 101.149 (8), StafgC section 1609.1.1.1.

Note: Section 101.149 (8), Stats., reads: History: CR 04-016: cr. Register December 2004 No. 588, eff. 1-1-05; CR

(8) PENALTIES. (a) If the department of commerce or the department of heal@6-120: am. (2) (c) 3. Register February 2008 No. 62631-08.

services determines after an inspection of a building under this section or s. 254.74

(1g) that the owner of the building has violated sub. (2) or (3), the respective depart- . .

ment shall issue an order requiring the person to correct the violation within 5 daysCOMM  62.1407 Metal ~ composite  materials.

or within such shorter period as the respective department determines is necessgth)toAPPROVAL. Substitute the following wording for the require-

protect public health and safety. If the person does not correct the violation wit i i . i-
the time required, he or she shall forfeit $50 for each day of violation occurring a@;ems iNBC section 1407.5: Results of apprOVEd tests or an engl

the date on which the respective department finds that the violation was not corredd@£ring analysis shall be made available to the code official upon
(b) If a person is charged with more than one violation of sub. (2) or (3) arisingquest taverify compliance with the requirements of IBC chapter
out of an inspection of a building owned by that person, those violations shall pg for wind loads
counted as aingle violation for the purpose of determining the amount of a forfeiture ’ i i
under par. (a). (2) FIRE-RESISTANCERATING. Substitute the following word-
(10) F\NhO‘?_Ver Vfifolates Shub- @ is SubjeEt t? thg following %enagilesboo ~ing for the requirements in IBC section 1407.8: Where MCM sys-
. For a first offense, the person may be fined not more than $10,000 or im ; ; ra—raci
oned for not more than & months, or both. pféms are usecéI on exterrl]or walls required to hé:\ve a flLe llrg&star&ce
2. For a 2nd or subsequent offense, the person is guilty of a Class | felony. rating inaccordance with IBC section 704, evidence shall be made

History: EmR0826: emerg. cr. eff. 10-1-08; CR 08-085: cr. Register May 20@vailable to the code official upon request that the required fire—
No. 641, eff. 6-1-09; corrections in (3) (a) to (d) and (4) made under s. 13.92 (4)(gkistance rating is maintained.
2. and 7., Stats., Register May 2009 No. 63&;09-104: cr. (2) (a) 6. Register 9 . . .
December 2010 No. 660, eff. 1-1-11. (3) LABELING. The requirements in IBC section 1407.13 are

not included as part of this code.

Comm 62.1204 Interior environment. Substitute the History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR

; ; ; P 4-016: cr(4) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: am. (title)
following wording for the requirements and exception in IBC segn (2), 1. (3), renum. (4) to be (3) and am. Register February 2008 No. 626, eff.
-08

tion 1204.1: Interior spaces intended for human occupancy skeaﬂ :
conform to the IMC.
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR Comm 62.1505 Roof co\/ering classification. The
06-120: renum. Comm 62.1203 to be Comm 62.1204 and am. Register Febr ; [ ; ;
2008 No. 626, off 3-1-2008. #&uirements in Footnote a in IBC Table 1505.1 are not included
as part of this code.

: ; _ History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1€82;
Comm 62.1206 Court drainage. ~ Substitute the follow 04-016: renum. to be (1), cr. (2) Register December 2004 No. 58B; £f05; CR

ing wording and informational note for the requirements in 1B@5-120: . and recr. Register February 2008 No. 6263-f-08.
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Comm 62.1506 Roof covering materials. Substitute (e) Any sloped-roof snow loafs.
the following wording for the requirements in IBC section 1506.3: (f) Any unbalanced, drift or sliding snow loads.

Roof covering materials shall conform to the applicable standards(s) FLooD DESIGN. The requirements in IBC section 1603.1.6
IIS‘IEIies(tjorm' |E§0(éf_1f7%te; ]Iii ister December 2001 No. 5527eff-02 are not included as part of this code.
v Heh e ' T (4) SPECIAL INSTRUCTIONS. The requirements in IBC section

Comm 62.1507 Roof slope. (1) This is a department 1603.1.8 are not included as part of this code.
exception tdhe requirements in IBC section 1507.12.1: Thermo- (5) LIvVE LOADs POSTED. Substitute the following wording for
set single—ply membrane roofs may have a design slope of [#srequirements in IBC section 1603.3: Where the live loads for
than 2percent, if permitted by the manufacturer’s literature or listvhich each floor or portion thereof of a commercial or industrial
ing criteria. building is or has been designed to exceed 100 pounds per square
(2) This is a department exception to the requirements in I6@0t, such design live loads shall be conspicuously posted by the
section 1507.13.1: Thermoplastic single-ply membrane rodf#/ner inthat part of each story in which they apply, using durable
may have a design slope of less than 2 percent, if permitted by3i¢gs. It shall be unlawful to remove or deface such notices.
manufacturer’s literature or listing criteria. (6) Occupancy PERMITS. The requirements in IBC section

(3) This is a department exception to the requirements in IBk§03.4 are not included as part of this code.

i . ystory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
section 1507.14.1: Sprayed polyurethane foam roofs may hav(ﬁt%le: renum. (1) and (2) to be (3) and (4), cr. (1) and (2) Register December 2004

designslope of less than 2 percent, if permitted byntfaaufactur-  No, 588, eff. 1-1-05; CR 06-120: renum. (1) to (4) to be (2) and (4) to (6), cr. (1) and
er’s literature or listing criteria. (3) Register February 2008 No. 626. 8#1-08.

(4) This is a department exception to the requirements in IBC .
section1507.15.1: Liquid-applied roofs may have a design slope Comm 62.1604  Alternate evaluations. (1) IN-SITU

of less than 2 percent, if permitted by the manufacturer’s literat4@AD TESTS. Substitute the following wording for the require-
or listing criteria. ments in IBC section 1604.6: The building official is authorized

History: CR 04-016: cr. Register December 2004 No. 5881eff-05. to require an engineering analysis or a load test, or both, of any
constructionvhenever there is reason to question the safety of the
Comm 62.1603 Construction documents. (1) FLoor construction for the intended occupancy.
DESIGNDATA. Item 5 under the exception in IBC section 1603.1 (2) ALTERNATE APPROVALS. Substitute the following wording
is not included as part of this code. for the requirements in IBC section 1604.7: Materials and meth-
(2) Roor sNnow LoAD. Substitute the following wording for ods of construction that are not capable of being designed by
the requirements in IBC section 1603.1.3: The ground snow loagproved engineering analysis or that do not comply with the
Py, shall be indicated. In areas where the ground snowRgad, applicablematerial design standards listed in IBC chapter 35 shall
exceeds 1@ounds per square foot, the following additional inforbe submitted for approval in accordance with subch. V of ch.
mation shall also be provided, regardless of whether snow lo&tsmm 61.

govern the design of the roof: History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
(a) Flat-roof snow load® 04-016: renum. to be (1), cr. (2) Register December 2004 No. 588+ &f05.
— X

(b) Snow exposure factdTe. Comm 62.1607 Live loads. (1) RESIDENTIAL FLOOR

(c) Snow load importance factor, LoADs. Substitute the following wording and live loads for the

(d) Thermal factor. requirements in line 28 and footnote j of IBC Table 1607.1:
Table 1607.1

Minimum Uniformly Distributed Live Loads
and Minimum Concentrated Live Loads
(Partial Table)

Oceupancy or Use Uniform Concentrated
pancy (ps) (Ibs.)
28. Residential
Three or more attached dwelling units not more than|3
stories high, with separate means of egress for each|unit
Uninhabitable attics without stordge 5
Uninhabitable attics with storaigiek 20 —
All other areas except balconies 40
Hotels and Group R-2
Private rooms and corridors serving them 40
Public rooms and corridors serving them 100

j. For attics with storage and constructed with trusses, this live load need only be applied to those portions of thetubithere there are two or more adjacent trusses
with the same web configuration capable of containing a rectangle 42 inches high by 2 feet wide or greater, locatelaitkinthe truss. The rectangle shall fit between
the top of the bottom chord and the bottom of any other truss member, provided that each of the following criteria is met:

i. The attic area is accessible by a pull-down stairway or framed opening in accordance with Section 1209.2, and
ii. The truss shall have a bottom chord pitch less than 2:12.
iii. Bottom chords of trusses shall be designed for the greater of actual imposed dead load or 10 psf, uniformly disériltbéedrtive span.

(2) CoNCENTRATEDLOADS. Substitute the following wording  (3) TRUCK AND BUS GARAGES. Substitute the following word-
for the requirements in IBC section 1607.4: Floors and other sinimig for the requirements in IBC section 1607.6: Minimum live
lar surfaces shall be designed to support the uniformly distributedds for garages having trucks or buses shall be as specified in
live loads prescribed in IBC section 1607.3 or the concentratd{C Table 1607.6, but shall not be less than 50 pounds per square
load, in pounds, given in IBC Table 1607.1, whichever productst. Actual loads shall be used where they are greater than the
the greater load effects. Unless otherwise specified, the indicdteats specified in the table.
concentration shall be assumed to be uniformly distributed oveHistory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
an area 2.5 feet by 2.5 feet and shall be located so as to proddc&H6: renum. o (3), cr. (1), (2), (4) and (5) Register December 2004 No. 588, eff.
the maximum load effects in the structural members.
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1-1-05; CR06-120: r. and recr. (1) andfle 1607.1, r. (4) and (5) Register February Note: See ch. Comm 82 for requirements to not connect a secondary roof—drain
2008 No. 626, eff3-1-08. system to @rimary roof-drain system, and to discharge a secondary roof-drain sys-
tem to the ground surface.

Comm 62.1608 Snow loads. (1) UNBALANCED SNOW History: CR 04-016: cr. Register December 2004 No. 5881eff-05.
LoADs. This is a department alternative to the requirements in IBC omm 62.1612 Flood loads. The requirements in IBC
section 1608.1: Unbalanced snow loads on a hip or gable rgggion 1612 are not included as part of this code.
may be calculated in accordance with the following equation: History: CR 00-179: cr. Register December 2001 No. 5527¢eff-02.

S = §(19(CoCuwCsCa) . .
Where: Comm 62.1613 Earthquake loads. (1) Exception 1 in
IBC section 1613.1 is not included as part of this code.

S = Alternate unbalanced roof snow load (2) The requirements in IBC section 1613.4 are not included

Ss = Ground snow load from IBC Flglure 1608.2 as part of this code.
Is = Importance factor from IBC section 1608.1 [ASCE 7, Table (3) This is a department informational note to be used under
7-4] IBC section 1613.5:
= i Note: An interactive Website maintained by the U. S. Geological Service, at
Co Ba.SIC roof snow load factor of 0.8 http://earthquake.usgs.gov/research/hazmaps/desagnibe used in lieu of IBC Fig-
Cy = Wind exposure factor of 1.0 ures 1613.5 (1) and (2) to determine the spectral response acceleration values for an
_ i inputted zip—code area.
Cs = Slope factor; see Tables 62.1608-1 and 62.1608-2 History: CR 06-120: cr. Register February 2008 No. 626 3efi-08.

C4 = Accumulation factor; see Table 62.1608-3 o
Comm 62.1700 Structural tests and special inspec-

Table 62.1608-1 tions. The requirements in IBC chapter 17, except for the
Non-Slippery Roof requirem_ents in IBC sections 1710 to 1715, are not included as
Roof Slopea Factor, Cs part of this code. ‘
S History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
a<30 1.0 06-120: am. Register February 2008 No. 626 3ef-08.
30 o= /0 (70 ~0) /40 Comm 62.1802 Foundation and soil investigation.
R ,70 <a 0 (1) GENERAL. Substitute the following wording for the require-
Such as with shingles. ments in IBC section 1802.1: Foundation and soils investigations
Table 62.1608-2 shall be conducted in conformance with IBC sections 1802.2

through 1802.6.

Unobstructed Slippery Roof (2) WHERE REQUIRED. Substitute the following wording for

Roof S'°E’,e’°‘ Factor, Cs the requirements, but not the exception, in IBC section 1802.2:
a <15 § § 1.0 § The owner or applicant shall make a foundation and soils inves-
15 <a <60 (60 —a) /45 tigation available to the building official, upon request, where
60 <O 0 required in IBC sections 1802.2.1 through 1802.2.7.
a Where snow and ice can slide completely off, such as with steel. (3) QuesTiONABLESOIL. Substitute the following wording for
the requirements in IBC section 1802.2.1: Where the classifica-
Table 62.1608-3 tion, strength or compressibility of the soil is in doubt, or where
Accumulation Factor a load-bearing value superior to that specified in this code is
Roof Slope,a Factor, Ca claimed, an investigation complying with the provisions of IBC
a<15 N/A. Analysis for bal- sections 1802.4 through 1802.6 shall be made.
anced loading only. (4) EXPANSIYEISSI(I:_S. Su.bstitlué% ;hg ;ollolwing Worﬁli(ng.l] for trp]e
s s s requirements in section .2.2: In areas likely to have
150 <as 200 0.25 +a /20 expansive soil, soil tests shall be conducted to determine where
20 <a <90 1256 __ such soils do exist.
(2) ExisTING ROOFS. These are department rules in addition to History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
the requirements in IBC section 1608.1: 06-120: am. (3) Register February 2008 No. 626 3eff-08.

(a) Buildings on the sameqperty. 1. Where an existing roof,  comm 62.1803 Grading and fill in flood hazard

regardless of the date of its construction, is horizontally within 15,55 The requirements in IBC section 1803.4 are not included
feet of a proposed, taller structure on the same property, IBC s§§'paft of this code. '

tion 1608.1or an alternate recognized engineeriethoad shall be . . ;
applied to the existing roof, to %ddress e?ny driﬁ?ra\]g or sliding of oteny: CR067120: cr. Register February 2008 No. 6263fL-08.
snow onto the existing roof, as caused by the taller structure. Comm  62.1805 Footings and foundations.

2. Where an analysis under subd. 1. shows that an exist{i}) ALTERNATE SETBACK AND CLEARANCE. Substitute the follow-
roof or corresponding supporting elemeni not be adequate to ing wording for the requirements in IBC section 1805.3.5: Alter-
support the additional snow load caused by the taller structure, tiagesetbacks and clearances are permitted, subject to the approval
existing roof or supporting elements shall be strengthened to supthe building official.

port those loads, in accordance with this code. (2) SHALLOW POSTFOUNDATIONS. This is a department alterna-
(b) Buildings on adjoining propertieswhere an existing roof, tive to the requirements in IBC section 1805.7.2: The design crite-

regardless of the date of its construction, is horizontally within kf in ANSI/ASAE EP 486.1 may be used in lieu of the design cri-
feet of a proposed, taller structure on an adjoining property, #&ia in IBC section 1805.7.2.

owner of the proposed structure shall notify the adjoining ownehistory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
of the potential for increased structural loads on the existing ro@4-016: renum. to (1), cr. (2) Register December 2004 No. 588, eff. 1-1-05; CR
due to sliding or drifting of snow, as caused by the taller structup€-120: - and recr. () Register February 2008 No. 6263€£08.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1€62; .
04-016: cr. (3) and (4) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: COmMM 62.1807  Flood hazard areas. The requirements

. (1) and (2), renum. (3) and (4) to be (1) and (2) and am. (1) (intro.), (2) (intro.) adIBC section 1807.1.2.1 are not included as part of this code.
(a) 1. Register February 2008 No. 626, &f1-08. History: CR 06-120: cr. Register February 2008 No. 626 3eff-08.

Comm 62.1611 Roof drains. This is a department infor-  Comm 62.1808 Pier and pile foundations. (1) Der-
mational note to be used under IBC section 1611.1: NITION OF NEUTRAL PLANE. This is a department definition in addi-
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tion tothe definitions in IBC section 1808.1: NEUTRAL PLANE. (6) SpeciAL INSPECTION. The requirements in IBC section
A pile’s neutral plane is the level at which drag load, accumulat&808.2.22 are not included as part of this code.
from the top down, added to the long—term static service loadistory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR

; ; 016: am. (3) (e), cr. (6) Register December 2004 No. 588, eff. 1-1-05; CR
equals the upward acting shaft resistance accumulated from @75 &7 (&) (&), . 0] Kege Rece T O e ). (2). (3) (intro.),

bottom up, added to the pile’s toe resistance. (4) (intro.), (5) (intro.) and (a) and (6) Register February 2008 No. 626, eff. 3-1-08.
(2) DowNDRAG. This is a department rule in addition to the

requirements in IBC section 1808.2.2: Investigations and reportsComm 62.1809 Driven pile foundations . Substitute

for pier or pile foundations shall include analysis of whethehe following wording for the requirements in IBC section

downdrag is anticipated. Where downdrag is anticipated, th809.1.3: Any substantial sudden increase in rate of penetration

report shall include a determination of the position of the pilesf a timber pile shall be investigated for possible damage. If the

neutral plane, an estimate of the soil settlement at the neugi@diden increase in rate of penetration cannot be correlated to soil

plane, and a determination of the maximum load at the neutsglata the pile shall be removed for inspection or rejected, or shalll

plane. be assigned a reduced capacity commensurate with the loss of
(3) DETERMINATION OF ALLOWABLE LOADS. Substitute the fol- end—bearing in lieu of removing or rejecting the pile.

lowing wording for the requirements in IBC section 1808.2.8.1; History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
. . . 06-120: renum. Comm 62.1808 to be Comm 62.1809 and am. Register February
(a) The allowable axial and lateral loads on piers or piles si‘éba No. 626, eff3-1-08.

be determined by an approved formula, load tests or atelg-

sis. Comm  62.1810 Concrete pile foundations.

(b) The factor of safety to be used for pier or pile design shedl) DIMENSIONSFORDRILLED ORAUGEREDUNCASEDPILES. Substi-
depend on the extent of field testing performed to verify capaciiMte the following wording for the exception in IBC section

(c) If the ultimate capacity is assessed solely by static analydi810.3.2: The length of the pile is permitted to exceed 30 times
a minimum factor of safety of 3.0 shall be applied to the ultimatiee diameter, provided that the design and installation of the pile
capacity to determine allowable load capacity. foundation is under the direct supervision of a registered design

(d) If only static analysis and dynamic field testing are peprofessionaknowledgeable in the field of soil mechanics and pile
formed, a minimum factor of safety of 2.5 shall be applied to tfieundations.
ultimate capacity to determine load capacity. (2) DIMENSIONSFORDRIVEN UNCASEDPILES. Substitute the fol-

(e) If one or more static load tests are performed, in additimwing wording for the exception in IBC section 1810.4.2: The
to a static analysis, a minimum factor of safety of 2.0 shall lbength ofthe pile is permitted to exceed 30 times the diameter, pro-
applied to the ultimate allowable capacity. vided that the design and installation of the pile foundation is

() A minimum factor of safety of 2.0 shall be used for occuplkinder the direct supervision of a registered design professional
able structures provided that all of the conditions in pars. (a) to kéowledgeable ithe field of soil mechanics and pile foundations.
are met. A minimum factor of safety of 1.5 may be used for non-History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
occupiable structures, provided that the deep foundations ?8‘ 20: renum. Cormm 62.1809 to be Comm 62.1810 and am. Register February
required only to control settlement, and it can be demonstrate T '

ittr;/alza(ijli?g. foundations are not required to prevent a bearing Capacéomm 62.1901 General requirements for concrete.

(4) Loap TesTs. This is a department alternative to th 1) CONSTRUCTIONDOCUMENTS. The requirements in IBC section

requirements in IBC section 1808.2.8.3: The ultimate capacity 0?01'4 are not included as part of th|§ code. . .
the pile shall be defined as the load at which the average pile hes\gz) SPECIAL INSPECTION. The requirements in IBC section

deflection is defined by the following equation: 1901.5 are not included as part of this code.
History: CR 04-016: cr. Register December 2004 No. 588, eff. 1-1-05; CR

& = (PI/AE) + 0.15” + (B/120) 06-120: . and recr. Register February 2008 No. 6263-€ff-08.
Where: T .
) o Comm 62.1903 Specifications for concrete. Substi-

d = average pile head deflection, inches tute the following wording for the requirements in IBC section
P = applied load, pounds 1903.1: Materials used to produce concrete, concrete itself and

) PP ) P testing thereof shall comply with the applicable standards listed
| = pile length, inches in ACJ 318.
A = transformed pile area of pile (to steel) History: CR 04-016: cr. Register December 2004 No. 588, eff. 1-1-05; CR

o 06-120: am. Register February 2008 No. 626 3efL-08.
E = modulus of elasticity (of steel)

B = outside diameter (or width) of pile, inches Comm 62.1908 Deletions. (1) Exception (a) in IBC sec-

The calculation shall be predicated on an assumed end-bdig? 1908.1.15 is not included as part of this code. _
ing condition. (2) The exception under (b) in IBC section 1908.1.15 is not
(5) PILESIN SUBSIDINGAREAS. Substitute the following word- included as part of this code.
ing for the requirements in IBC section 1808.2.11: _ (3) Exception 1 under (c) in IBC section 1908.1.15 is not

) i T included as part of this code.

(a.) .Where plles are I.nSta”ed throth SUbSIdI.ng fl.”S or OtherHistory: CR 06-120: cr. Register, February 2008 No. 626 3eff-08.
subsiding strata and derive support from underlying firmer mate- '
rials, consideration shall be given to the downward drag load that

; ; ot Comm 62.1913 Shotcrete clearance. The exception in
ma{) be |rrk1‘pose(rj] O'.j the piles bfy ths .Sdu.bSIdf.lng .upper sfjrata.d IBC section 1913.4.2 is not included as part of this code.
(b) Where the influence of subsiding fills is considered as,; " cr 00-179: cr. Register December 2001 No. 552, eff. 7-1-02: CR

imposing loads on the pile, the allowable stresses specified in ##S120: renum. Comm 62.1914 to be Comm 62.1913 and am. Register February
chapter are permitted to be increased where satisfactory subsaes No. 626, eff3-1-08.
tiating data are submitted.

(c) The position of the pile’s neutral plane shall be determined, Comm 62.1915 Column approvals.  Substitute the fol-
and the settlement of the soil at the level of the neutral plane skaNing wording for the requirements in IBC section 1915.6:
be estimated. The maximum load in the pile, which occurs at fBetails of column connections and splices shall be shop-fabri-
neutral plane, shall be determined. cated by approved methods and testing. Shop—fabricated con-
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crete—filledpipe columns shall be inspected by a representative of(2) Cast stone masonry units shall be made with portland
the manufacturer at the plant. cement, water and suitable mineral aggregates, with or without

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CRdmixtures, and reinforced if required_
06-120: renum. Comm 62.1916 to be Comm 62.1915 and am. Register February, . ..
2008 No. 626, eff3-1-08. (3) Cast stone masonry units shall have a minimum compres-

sive strength of 6500 psi and a maximum water absorption of 6%

Comm 62.2101 Masonry construction materials. when tested as 2- x 2-inch cylinders or cubes.
(1) PRESTRESSEIMASONRY. Substitute the following wording for  History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
the requirements in IBC section 2101.2.3: Prestressed masdifryL20: am. (intro.) Register February 2008 No. 6263eff-08.
shall be designed in accordance with chapters 1 and 4 of ACI
530/ASCE 5/TMS 402 and IBC section 2106.

(2) ConsTRUCTIONDOCUMENTS. The requirements iBC sec-
tion 2101.3 are not included as part of this code.

(3) FIREPLACE DRAWINGS. The requirements in IBC section
2101.3.1 are not included as part of this code. Comm 62.2109 Empirical design of masonry.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CEL) BEARING ON MASONRY. This is a department rule in addition
06-120renum. (1) and (2) to be (2) and (3), cr. (1) Register February 2008 No. 6§, the requirements in IBC section 2109.1: Lintels shall be consid-
eff. 3-1-08. . ; .

ered structural members and shall be designed in accordance with
Comm 62.2103 Cast stone masonry units. ~ These are the applicable provisions of IBC chapter 16.
department rules in addition to the requirements in IBC section(2) OpeNINGS. This is a department rule in addition to the
2103.4: requirements in IBC section 2109.4.1: Unless evidence is pro-
(1) Cast stone masonry units covered under this category diged toshow that openings do not cause lateral stability and stress
homogeneous daced, dry cast concrete products other than corequirements to be exceeded, the amount of openings in a
ventional concrete masonry units (brick or block), but of similanasonry wall shall not exceed the limits set forth in Table

Comm 62.2105 Masonry quality.  The requirements in
IBC section 2105.1 are not included as part of this code.
History: CR 00-179: cr. Register December 2001 No. 5527eff-02.

size. 62.2109-1.
Table 62.2109-1
Maximum Ratio of Laterally Unsupported Height or
Length to Thickness for Exterior Walls With Openings’
Percent of Openings at Any Horizontal
Type of Masonry Plane of Wall
20 40 60 Over 60

Single wythe walls of solid or grouted walls of solid units 20 16 12 Submit design
All other masonry 18 14 10 calculations

1The percentage of openings shall be calculated for each 100 lineal feet of wall or portion thereof at any horizontalgilane of

(3) JoinTING. These are department rules in addition to thmasonry tallow for expected growth of clay products and shrink-
requirements in IBC section 2109: age of concrete products.

(a) Expansion and shrinkageloints commensurate with lat-  (b) Vertical jointing. Vertical movement joints shall be pro-
eral stability requirements shall be installed in all exteriorided at a spacing in compliance with Table 62.2109-2.

Table 62.2109-2
Maximum Spacing Of Exterior Masonry Movement Joints
Between Unrestrained Ends (Feet)

Openings (Percent of Total Wall Area)
Loading Type of 0to 20 More than 20
Conditions Material Joint to Joint | Joint to Corner | Joint to Joint Joint to Corner
Load-bearing Clay units 140 70 100 50
Concrete units 60 30 40 20
Nonload—-bearing walls Clay units 100 50 60 40
Concrete units 50 25 30 20

tJointing required is a minimum and is not intended to prevent minor cracking. The distances given for maximum spatsnareffgia single wall plane. For
composite walls, the maximum spacing of joints shall be governed by the masonry material type used in the exterior wythe.

Note: To accomplish the intended purpose, joints should be located at critical lopgpe of joint shall be provided at all such supports in a concrete

tions,such as changes in building heights, changes in framing systems, columns f
into exterior walls, major wall openings, and changes in materials. *ﬂ%{}‘ne structure where clay masonry is exposed to the weather.

(C) Horizontal jointing. Where supports such as shelf angles History: CR 00-179: cr. Register December 2001 No. 5527eff-02.
or plates are required to carry the weight of masonry above the . .
foundation level, a pressure—relieving joint shall be provided COmm 62.2204 ~ Connections. (1) WELDING. Substitute
betweerthe structural support and any masonry that occurs beléi¢ following wording and informational note for the require-
this level. The joint width shall be such as to prevent any lo&tents in IBC section 2204.1: The details of design, workmanship
being transmitted from the support to any element directly beloand technique for welding, inspection of welding, and qualifica-
All mortar and rigid materials shall be kept out of this joint. Thisons of welding operators shall conform to the requirements of
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the specifications listed in IBC sections 2205, 2206, 2207, 2209 c. As approved by the department.

and 2210. 3. Portable restrooms recognized under ch. Comm 91 may be
Note: The rules pertaining to registration of structural welders are specified in &\ bstituted for water closets required under IBC chapter 29 for
Comm 3. . . . . buildings accommodating events or temporary occupancies not
(2) Botrs. Substitute the following wording for the requiré-gyceeding 12 consecutive days or as approved by the department.
r_nents% IS 'lBC f]eﬁt'gn 2204.2: Jhe des[gr?, rl]nstallat_lon and msfpec-(b) Lavatories. Waterless antiseptic cleansing provisions may
tion of bolts shall be in accordance with the requirements of the gpstituted for lavatories required under IBC chapter 29 where
specifications listed in IBC sections 2205, 2206, 2209 and 22 stems or devices under par. (a) 2. are substituted for water clos-
History: CR 06-120: cr. Register February 2008 No. 626 3efL-08. ets. Where water-based water closets or urinals are used, water—
Comm 62.2206 Steel Joists.  The requirements in IBC basedavatories shall be provided in numbers to accommodate the

sections 2206.3 to 2206.5 are not included as part of this COd@!’mber of people served by the water closets and urinals.
History: CR 06-120: cr. Register February 2008 No. 626, eff. 3-1-08; correction (2) PERMANENT OUTDOORTOILETS. (@) A permanent outdoor
gqaldeog) (title) under s. 13.92 (4) (b) 2., Stats., Register February 2008 No. 626 tefflet room shall be provided with a suitable approach such as a

concrete, gravel or cinder walk.

Comm 62.2303 Minimum standards and quality. (b) All windows, ventilators, and other openings for a perma-
(1) LABELING. Substitute the following for the requirements irﬁ_ent outdoor toilet room shall be screened to limit the entrance of

IBC section 2303.2.1 item 1.. The identification mark of afieS: and all doors shall be self closing. _
approved agency. (3) ENCLOSUREOF FIXTURES. (a) Water closets and urinals

(2) TRUSSDESIGNDRAWINGS. The requirements in IBC sectionWithin @ toilet room shall be arranged to ensure privacy. Except
2303.4.1.2 to 2303.4.1.4 are not included as part of this code@S Provided in par. (b), each water closet shall occupy a separate

: - . .__compartmentvith walls or partitions and a door enclosing the fix-
me(r?t)s -Ii-ﬁUﬁ;éiggﬁswuztgégejg!Ovﬁlr:]ga\évgirt?é?lg tf(())rltgg rgggt'irg't res to ensure privacy. Urinals shall be placed against walls at
2303.4.1 2303411 and 2303 4.15 through 2303.4.1.7 E?rst 6feet 8 inches high aratranged individually with or without

A . titions.
design, manufacture and quality assurance of metal—-plate—con b) 1. Water closet . ¢ b itted i inal
nected wood trusses shall be in accordance with TPI 1. (b) 1. aler c osehcompar (rjnen S mhay € omi ‘F Ln asingie
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CﬂccuDant_IOI et room avmg_ a door with a prlva_cy OCK. .
04-016: renum. to be (2), cr. (1) Register December 2004 No. 58B; Bfl05; CR 2. Toilet rooms located in day—care and child—care facilities
06-120: rand recr. (1), am. (2), cr. (3) Register February 2008 No. 626, eff. 3-1-Q8vq Containing 2 or more water ciosets may have one water closet

Comm 62.2304 Girder ends. This is a department rule in without an enclosing compartment. S

addition to the requirements in IBC section 2304.11.2.5: A mois- . S'i Cﬁmpartments are not required for water closets in prison
. . il cells.

ture barrier shall be provided between an untreated or nondurefH]_éitory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1682:
wood girder and an exterior masonry or concrete bearing surfage-139: am. (2) Register June 2002 No. 558, eff. 7-1-02; CR 04-016: am. (2), cr.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR) (b) 3. Register December 2004 No. 588, eff. 1-1-05; CR 06—120: r. and recr. Reg-
06-120: am. Register February 2008 No. 626 3ef£-08. ister February 2008 No. 626, eff. 3-1-08; CR 08-055: am. (1) Register February

2009 No. 638, eff3-1-09.

Comm 62.2409 Glass and glazing for elevators.  This ) o
is a department informational note to be used under IBC sectionComm 62.2901  Plumbing code.  This is a department
2409: informational note to be used under IBC section 2901.1:

Note: See ch. Comm 18 [ASME A17.1] for additional glass and glazing require- NOt€: As defjned in's. Comm 61.04 (12) and (13), “IPC andnlnternatlonal Plumb-
mentsrelating to elevators. Those requirements include a prohibition against elevai%iéCOde and “IPSC and International Private Sewage Code” mean chs. Comm 81
hoistway windows that give a false appearance of a floor level. 0 7 )

History: CR 06-120: cr. Register February 2008, No. 626 3eff-08. History: CR 01-139: cr. Register June 2002 No. 558,7ef1-02.

Comm 62.2503 Gypsum board and plaster. The Comm 62.2902  Plumbing fixtures. (1) MINIMUM NUM-
requirements ifBC section 2503.1 are not included as part of thBER OF FIXTURES. (@) Exceptions. These are department excep-
code. tions to the requirements in IBC section 2902.1:

History: CR 00-179: cr. Register December 2001 No. 5527eff-02. 1. Where more than one water closet is required for males,

) o urinals may be substituted for up to 50 percent of the required
Comm 62.2701 Electrical code. This is a department number of water closets

informational note to be used under IBC section 2701.1: 2. Where water is served in restaurants or where other accept-
16Note: As defined in s. Comm 61.04 (6), “ICC Electrical Code” means ch. Com@me arrangements are made to provide drinking water, drinking
History: CR 01-139: cr. Register June 2002 No. 558 7eft-02. fountains are not required.
3. For child day care facilities, bathtubs or showers are not
Comm 62.2900 Additional criteria for toilets. These required where other personal hygiene washing arrangements are
are department rules in addition to the requirements in IBC chgpevided that satisfy the licensing requirements of the Wisconsin
ter 29: department of health services.
(1) PLUMBING FIXTURE ALTERNATIVES. (@) Water closets.1. 4. For day nurseries and child day care facilities, children

Systems or devices recognized under ss. Comm 91.10 and 9¥nderthe age of 30 months need not be considered as a part of the
may be substituted for water closets required under IBC chap@éfupant load used to determine the minimum number of water
29. closets.

2. Privies recognized under ch. Comm 91 may be substituted S. ﬁerwcg sinks g“"t“t/ ?edofmlttedtfor ?ny ?CCU%a”Cy v(v:here
for water closets required under IBC chapter 29 in any of the f gVZI%%O ai/e egn substituted Tor water closets under s. Lomm
lowing situations: : ( _)_(a) . ) .

a. A building accommodating a seasonal occupancy when(b) Additional fixtures. These are department informational
occupancy of the building does not extend for more than 3 of ﬂﬂ% , bt e .

4 seasons ote: Additional plumbing fixtures may be required for employees by the U.S.
o ) department of labor, occupational safety and health act (OSHA) regulations.

b. A building accommodating a school or a assembly that is\ote: Additional plumbing fixtures may be required by the department of health
operated by and for members of a bona fide religious denomiﬁgylceslfor restaurgntsd, mobile flwme parks, camping grounds, camping resorts, rec-
! . . . . . reational camps and educational camps.
t!on inaccordance with the teachings and beliefs of the denommaﬂote: Chapter Comm 90 also has requirements for minimum numbers of sanitary
tion. fixtures for a public swimming pool, as based on the pool area. For some buildings,
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the minimum number of sanitary fixtures determined in that manner may be largéit 3—-1-08; CR 08-055: ofl) (a) 5. Register February 2009 No. 638, &ffL-09;
than the minimum number determined in accordance with this section. Complianoerection in (1) (a) 3. made under s. 13.92 (4) (b) 6., Stats., Register February 2009
with this section does not relieve an owner from complying with ch. Comm 90. No. 638.

Note: Chapter Comm 91 has requirements for equal speed of access to toilets for

eachgender, at facilities where the public congregates that do not fall under the scope, .
oftl:;v% chapter. P ore PfComm 62.3001 Elevators. (1) Score. Substitute the fol-

(c) Substitutions in IBC Table 2902.1. Substitute the follow- l0wing wording for the requirements in IBC section 3001.1: This
ing wording for the water closets heading in IBC Table 2902.¢hapter governs the design, construction, installation, alteration
Water close(see s. Comm 62.2902 (1) (a) 1. for urinals).  and rep_air of elevators, dumbwaiters, escalators, moving walks

2. Substitute the following wording for the drinking fountain@nd their components.
heading in IBC Table 2902.1: Drinking fountains (see s. Comm (2) ReErFERENCEDSTANDARDS. Substitute the following word-
62.2902 (1) (a) 2.). ing for the requirements in IBC section 3001.2: Except as other-
3. In IBC Table 2902.1, substitute the following wording fowise provided for in this code, the design, construction, installa-
the required minimum number of water closets for females in tyfien, alteration, repair and maintenance of elevators,

A-4 and A-5 occupancies: 1 per 37 for the first 1,500 and 1 pRimbwaiters, escalators, moving walks and their components
60 for the remainder exceeding 1,500. shall comply with ch. Comm 18.

4. Substitute the following wording for the required number (3y cyance in use. Substitute the following wording for the
gg(?;tlht”ggeot[]g{‘e%‘ggtﬁ n'2| E’tlﬂrrﬁ%?n océcgdpgnmes in IBC Tablg,irements ifBC section 3001.4: A change in use of an eleva-
e 9 tor from freight to passenger, passenger to freight, or from one

5. Substitute the following wording for the required numbgfeight class to another freight class shall comply with ch. Comm
of bathtubs or showers in factory and industrial occupancies g

IBC Table 2902.1: See theternational Plumbing Code History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
(d) Addition to IBC Table 2902.1This is an additional depart- 04-043: cr(4) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: . (4) Reg-

mentfootnote for IBC Table 2902.1: Footnote e. Wherever moiger February 2008 No. 626, 3t-1-08.

than 500 people congregate and more than the required minimum

number of water closets or urinals are provided for males, twiceComm 62.3004 Hoistways. (1) VeEnTING. This is a

as many of those additional toilet facilities shall be provided felepartment rule in addition to the requirements in IBC section

females. 3004.3: A ventilation opening in a hoistway wall, where pro-
(2) LavaATORIES FORTOILET ROOMS. This is a department rule vided, shall have guards securely anchored to the supporting

in addition to the requirements in IBC section 2902.1: At least oggucture inside the hoistway. The guards shall consisivvea

lavatory shall be provided in each toilet room or in a gender-deseshscreen of at least 0.0915-inch diameter steel wire with open-

ignatediounge adjacent to the toilet room. If a multiple-use lavangs that vill reject a ball one—inch in diameter, or expanded metal

tory is provided, 24 lineal inche_s of wash s_ink, or 20 inches_ megtreen of equivalent strength and open area.

sured along the edge of a circular basin will be considered (2) PLUMBING AND MECHANICAL SYSTEMS. Substitute the fol-

equivalent to one lavatory. lowing wording for the requirements and the exception in IBC
(3) DISTRIBUTION OF PLUMBING FACILITIES AND NUMBER OF  gaction 3004.4:

OCCUPANTSOFEACH SEX. Substitute the following wording for the G L E i ified i b). olumbi d
requirements in IBC section 2902.3: Except as otherwise speci-(ar)l o acteme shallna b located (b), DD &
fied in IBC Table 2902.1, the required water closets, lavatoridd€chanical systems shall not be located in an elevator shaft.
and showers or bathtubs shall be distributed equally between théb) Elevator pits. Drains or sumps complying with ss. Comm
sexes based on the percentage of each sex anticipated in the ¢&%g3 and 82.36 shall be provided in elevator pits. Connection of
pant load. The occupant load shall be composed of 50% of eHgse drains and sumps to a sanitary system is prohibited.

sex, unless statistical data approved by the code official indicg}éiﬁff{énC‘ffecor_o('zl)Eégcigtg%%ﬁéego%zcﬁg‘_‘35%%’222_17’1‘5;(;525;265% 47_61139;]1‘02)

a different distribution of the sexes. (intro.) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: am. (2) (intro.)
(4) PuBLIC FACILITIES. This is a department exception to theregister February 2008 No. 626, &f.1-08.

requirements in IBGection 2902.4: dilet rooms may be omitted

in a small retail or mercantile building where all of the following Comm 62.3006 Machine rooms. (1) Access. Thisis a

requirements are met: department informational note to be used under IBC section
(@) No more than 25 occupants are accommodated. 3006.1:
f ; ote: See ch. Comm 18 for additional machine room access requirements. Those
(b) Other restrooms are con\_/enlently located and avallableréguirements include a prohibition against accessing an elevator machine room
the patrons and employees during all hours of operation. through a toilet room, sleeping room or private space; and a prohibition against
(c) The omission is approved in writing by the local unit afccessing other spaces in a building through an elevator machine room.
government. (2) PressuRIzATION. This is a department exception to the

(d) A copy of the written approval from the local unit of govrequirements in IBC section 3006.3: An elevator machine room
ernment is provided to the department or its authorized represehich serves a pressurized elevator hoistway and which is not
tative upon request. directly connected to the pressurized elevator shaitissquired

(5) LOCATION OF RESTAURANTTOILET ROOMS. This is a depart- to be pressurized.
ment informational note to be used under IBC section 2902.4: (3) SHunT TRIP. Substitute the following wording for the

Note: Additional location requirements for restaurant toilet rooms may be appliqzéquirements in IBC section 3006.5: Where elevator hoistways

by the department of health services. . L -
: . . or elevator machine rooms containing elevator control equipment
(6) Pav FaciLITIES. Substitute the following wording for the ;o protected with automatic sprinklers, a means installed in
requirements in IBC section 2902.4.3: All toilet facilities shall bgccordance with NEPA 72. section 6.15.4. Elevator Shutdown
free of charge. ’ o '

Note: Section 146.085, Stats., prohibits charging a fee for the use of toilet facilit%lga” be provided to disconnect automatically the riagnpower

and imposes a fine of $10 to $50 for violations. supply to the affected elevator prior to the application of water.
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CRhis means shall not be self-resetting. The activation of sprin-

01-139:am. (2) Register June 2002 No. 558, eff. 7-1-02; CR 02-002: cr. (1) (c) R i i i i

e Apr D2 Ree B, ol 5103 CR 04016, 1. reen (1) (3. aé.%{))(c) lers outside the hoistway or machine room shall not disconnect
and(dZ).,(re)nurr(lj. Elg (c) 3., 4., and (4)bto (7) to be (1) (c) 4.{_,f 5., and (6) to (9), cr. (1)Re Main line power supply.

3., (d), (4) and (5) Register December 2004 No. 588, eff. 1-1-05; CR 06-120: am. : : ;

@) (0)'1. and (d). . an% rec. (1) () 3. . (3), (4) and (8), renum. (8) to (7) and (9) o (4) R_.UMBING SYSTEMS. Substltute the.followmg_ wording for

be (3) to (5) and (6) and am. (4) (intro.), (5) and (6) Register February 2008 No. &#g2 requirements in IBC section 3006.6: Plumbing systems not
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used in connection with the operation of the elevator may not bé) If the excavation is made to a depth in excess of 12 feet below grade, the exca-
located in elevator equipment rooms vator shall be liable for the expense of any necessary underpinning or extension of

- ) . . . e foundations of any adjoining buildings below the depth of 12 feet below grade.
Ol'jlljtf.r¥énljcr§ ?10)_6};?'(Zc)r'toRgg'é[;sgr%ef,gg?gc%o(% Il?\l:g'igtse%.lﬁgéé_()l()_zoﬁb owners of adjoining buildings shall be liable for the expense of any necessary
eff. 7-1-02; CR 04-016: renum. (3) to be (4), cr. (3) Register December 2004 lerpinning oextension of the foundations of their buildings to the depth of 12 feet

i low grade.
588, eff.1-1-05. (4) NOTICE. Unless waived by adjoining owners, at least 30 days prior to com-

. . mencing the excavation the excavator shall notifwriting, all owners of adjoining
Comm 62.3100 Special construction. These are buildings of his or her intention to excavate. The notice shall state that adjoining
department rules in addition to the requirements in IBC chapfwildings may require permanent protectidine owners of adjoining property shall

. f H access to the excavation site for the purpose of protecting their buildings.
31: Public mausoleum structures shall be dESIQned’ constru EMPLOYEES NOT LIABLE. No worker who is an employee of an excavator

and main_tained in accordance with this code. Mausoleums s be held liable for his or her employers failure to comply with this section.
be classified as a Group S—1 storage occupancy and shall be cqay FAILURE TO COMPLY; INJUNCTION. If any excavator fails to comply

structed of reinforced concrete or other materials of similar duth this section, any aggrieved person may commence an action to obtain an order
bility underch. 813 directing such excavator to comply with this section and restraining the
. . o excavator from further violation thereof. If the aggrieved person prevails in the
Note: Section 157.12 (2) (d), Stats., reads as follows: “A mausoleum shall be c@@iion, he or she shall be reimbursed for all his or her costs and disbursements
structed to last as long as possible, taking into consideration the technology and Rffther with such actual attorney fees as may be approved by the court.”

nomics applicable to mausoleum construction at the time of construction.” ; . _120- ;
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; glsé?f.rg._l(_:gz.()l 139: renum. from Comm 62.3300 (2) Register June 2002 No.

01-139: am., cr. (2) Register June 2002 No. 558, eff. 7-1-02; CR 06-120: r.
renum. (2) to be Comm 62.3100 Register February 2008 No. 6285 £f08. o .
Comm 62.3400 Existing structures.  The requirements
Comm 62.3102 Blower equipment.  Substitute the fol- in IBC chapter 34 are not included as part of this code.
lowing wording for requirement 2 in IBC section 3102.8.1.%1' History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR
Blowersshall be provided with inlet screens, belt guards and ottf&r 120 - and rect. Register February 2008 No. 6263 €108.
protective devices as required to provide protection from injury.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CR . COMM 62.3500 Referenced standards.

06-120: am. Register February 2008 No. 626 3ef1-08. (1) INTRODUCTION. Substitute the following wording for the
introductory paragraph in IBC chapter 35: This chapter lists the
Comm 62.3103 Temporary structures. This is a standardshat are referenced in various sections of this document.

department rule in addition to the requirements in IBC sectidie standards are listed herein by the promulgating agency of the
3103: Under IBC sections 3103.1.1 and 3103.2, the requiremesigndard, the standard identification, the effective date and title,
for permits and construction documents for temporary structur@sd the section or sections of this document that reference the

are at the option of the local code official. standard. The application of the referenced standards shall be as
History: CR 00-179: cr. Register December 2001 No. 5527eff-02. specified in s. Comm 61.03 (1) (b) and (3) (a).
) (3) ApbiTions. This is a department rule in addition to the
Comm 62.3104 Pedestrian walkways and tunnels. requirements in IBC chapter 35: The following standards are

Substitute the following wording for the requirements and exceRereby incorporated by reference into this code:

tion inIBC section 3104.2: Buildings that are connected in accor- L -
dance with IBC section 3104 shall be considered to be separla}éf‘)Pgl‘?;w& szl'sh_elr?r?:l'lﬁgrllgt?cr)g Spegcification for Rigid Cel-

structures. . . .
History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; cr_(0) NFPA 30A-2000, Code for Motor Fuel Dispensing Facili-

06-120: (1) (title) and (2), renum. (1) to be Comm 62.3104 Register February 20ti€S and Repair Garages.
No. 626, eff3-1-08. (c) NFPA 45-2004, Standard on Fire Protection for Laborato-
ries Using Chemicals.

Comm 62.3109 Swimming pool enclosures.  Substi- ="\ epa 750_1996, Standard on Water Mist Fire Protection

tute the following informational note for the requirements in IB%y

section 3109. stems. _ _
Note: See ch. Comm 90 for requirements for swimming pool enclosures.  (€) UL 2034-2005, Single and Multiple State Carbon Monox-
History: CR 00-179: cr. Register December 2001 No. 5527eff-02. ide Alarms.
) ) (f) UL 2075-2007, Gas and Vapor Detectors and Sensors.
Comm 62.3200 Encroachments into the public Note: ANSI/ASAE standards may be purchased from the American Society of

right—of—way. The requirements in IBC chapter 32 are ndigricultural Engineers, 2950 Niles Road, St. Joseph, MI 49085-9659.

i H ASTM standards may be purchased from ASTM International, 100 Barr Harbor
InCl.Uded as part of this C.Ode' Drive, West Conshohoclz/en, SA 19428-2959.
History: CR 00-179: cr. Register December 2001 No. 5527€ff-02. NFPA standards may be purchased from the National Fire Protection Associa-
tion, One Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.
Comm 62.3300 Safeguards during construction. UL standards may be purchased for Underwriters Laboratories, Inc., 333 Pfing-

: : H n Road, Northbrook, IL 60062-2096.
Except for the requirements in IBC sections 3302.1 and 330§S'Copies of the standards adopted under this section are on file in the offices of the

the requirements in IBC chapter 33 are not included as part of tiSartment and the legislative reference bureau.
code. History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1€62;

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02; CRl~139:am. Register June 2002 No. 558, eff. 7-1-412;04-016: r. and recr. Regis-
01-139renum. (1) to be Comm 62.3300 and renum. (2) to be Comm 62.3307 Re%ﬁg_December 2004 No. 588, eff. 1-1-05; CR 06-120: am. (1), r. (2) and (3) (a),
ter June 2002 No. 558, eff=1-02. enum. (3) (b) to (e) to be (3) (a) to (d) and am. (3) (c) Register February 2008 No.

626, eff. 3-1-08; EmR0826: emerg. cr. (3) (e), eff. 10-1-08; CR 08-085: cr. (3) (e)
. . and (f) Register May 2009 No. 641, €f.1-09.
Comm 62.3307 Protection of adjoining property.

This is a department informational note to be used under I1BC ~qnm 62.3600 Appendices. (1) ExcLusions. The pro-

chapter 33: - ; ; :
Note: Sections 101.111 (1) to (6), Stats., read as follows: \éISSI[())QrSt I(?f ltﬁlcs: ?(?dp:ndlces A, B, D, and F to K are not included

“(1) DEFINITION. In this section ‘excavator’ means any owner of an interest i o ) _
land making or causing to be made an excavation. (2) AprPenDIXC. The provisions in IBC Appendix C apply to

(2) CAVE-IN-PREVENTION. Any excavator shall protect the excavation sitG oup U agricultural buildings as described in IBC section C
in such a manner so as to prevent the soil of adjoining property from caving in or i% ’

tling. 1.1, that are not exempt from this codewttined in ss. Comm

(3) LIABILITY FOR UNDERPINNING AND FOUNDATION EXTENSIONS.  61.01 and 61.02 (2) and (3).
(@) If the excavation is made to a depth of 12 feet or less below grade, the excavatglistory: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1€82;
may not be held liable for the expense of any necessary underpinning or extendir016: am. (1) Register December 2004 No. 5881 eff-05; CR 06-120: am. (1)
of the foundations of buildings on adjoining properties. Register February 2008 No. 626, &f1-08.
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